Approved Double Check Detector Assemblies (DCDA)

The backflow assemblies listed here are approved for use as FIRE SERVICE PROTECTION. A DCDA is the minimum level of
protection allowable for you application.

AMES
Model Size Model Size
3000-1SS 12 COLT 300aBF 2Y5, 3,4, 6
3000B 2 COLT 300aGV 2Y%,3,4,6
3000B-FP 2 COLT 300BF 2%, 3,4,6,8, 10
30000CIV 4,6,8,10 COLT 300GV 2,3,4,6,8,10
3000DCDA 4,6,8,10 COLT 300NBF 2Y,3,4,6
3000GDCDA 4,6,8, 10 COLT 300NGV 2Y5, 3,4, 6
3000SE 2%,6,8 DCDC 4,6,8
3000SEA 8 MAXIM 300aBF 2Ys, 3,4
3000SEWM1 6 MAXIM 300aGV 2Y5, 3,4
3000SS 2, 3,4, 6, 8, 10, 12 MAXIM 300BF 2%, 3,4,6,8, 10
3000SSA 6 MAXIM 300GV 2%,3,4,6,8, 10
3000SSM 4,6 MAXIM 300NBF 2, 3,4
3000SSWM1 2Ys, 3,4 MAXIM 300NGV 2Y5, 3,4
APOLLO/CONBRACO
Model Size Model Size
DCDA4SG 2%,3,4,6,8 4060CE3 6
DCDA4SGN 2v%,3,4,6,8 4060CE6 6
DCDA4S 10 4060EC3 8
(2%, 3,4,6,8)DCDA(6, 7, 8,U) 2%,3,4,6,8 4060EC6 8
40600C3 3 4060EE3 8
40600E3 3 4060EE6 8
4060AC3 4 4060GC3 10
4060AC6 4 4060GC6 10
4060AE3 4 4060GE3 10
4060AE6 4 4060GE6 10
4060CC3 6 4SG-600 2%,3,4,6,8
4060CC6 6 4SG-600U 2v%,3,4,6,8
FEBCO
Model Size Model Size
806YD 3,4,6,8,10 876 2%,3,4,6,8,10
856 2v%,3,4,6,8 876V 2%, 3,4,6,8, 10
858 2,2%,3
WATTS
Model Size Model Size
007DCDA 2,2%,3 767aDCDAGV 2%, 3,4
007DCDA-FP 2 767DCDABF 2%,3,4,6,8,10
709DCDA 3,4,6,8,10 767DCDAGV 2%,3,4,6,8, 10
757aDCDABF 2%, 3,4,6 767NDCDABF 2%, 3,4
757aDCDAGV 2%,3,4,6 767NDCDAGV 2%, 3,4
757DCDABF 2%, 3,4,6,8, 10 770DCDA 4,8
757DCDAGV 2%,3,4,6,8,10 772DCDA 4,10
757NDCDABF 2%, 3,4,6 774DCDA 2%, 3,4,6,8,10, 12
757NDCDAGV 2%, 3,4,6 774DCDA-1 12
767aDCDABF 2%, 3,4 774XDCDA 2%,6,8
WILKINS
Model Size Model Size
350ADA 2%,3,4,6,8,10 950DA 2%,3,4,6,8,10
350ADAR 2%,3,4,6,8, 10 950XLTDA 2
350DA 2%,3,4,6,8,10,12 950XLTDABF 2
450DA 4,6,8,10 DCDA 2%,3,4,6

Contact Riverside Public Utilities / Water Operations for more information. 951-351-6282/6320
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