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AND REPLACED PER

LANDSCAPE IMP PLANS.

AND REPLACE EXISTING RAINCROSS STREET LIGHT
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AND REPLACED PER

LANDSCAPE PLANS.

AND REPLACE EXISTING RAINCROSS STREET LIGHT.
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*ALL WALKWAYS SHALL HAVE A MAXIMUM SLOPE OF 4.8% IN THE DIRECTION

OF TRAVEL, AND A MAXIMUM CROSS-SLOPE OF 1.8%.
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PER SPECIFICATIONS

PER SPECIFICATIONS

INSTALL LIGHT FIXTURES AND

REPAIR ELECTRICAL, SEE 'J' BELOW
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PER SPECIFICATIONS

PER SPECIFICATIONS

INSTALL LIGHT FIXTURES AND

REPAIR ELECTRICAL, SEE 'J' BELOW
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TO PARKS DEPT.

PROJECT SPECIFICATIONS AND STRUCTURAL CALCULATIONS.

GATE POST AND GATE FRAME

POST FOOTINGS, POSTS, AND HINGES PER STRUCUTRAL CALCULATIONS

AND CITY APPROVED SHOP DRAWINGS. SEE DETAIL 2a THIS SHEET.

6.
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* SEE ATTACHED REFERENCE SHEETS FOR AS-BUILT IRRIGATION PLANS.

WHEN POSSIBLE.

BID 6392



BID 6392



NOTE: ALL QUICK COUPLERS SHALL BE

INSTALLED IN ROUND BOXES PER

SPECIFICATIONS.
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(MRA6SNA)
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