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GENERAL NOTES FOR PUBLIC LANDSCAPES

1. ALL RELATED WORK SHALL CONFORM TO THE CITY OF RIVERSIDE
PARK ~ AND RECREATION DEPARTMENT STANDARDS AND

SPECIFICATIONS FOR PLANTING AND IRRIGATION WORK (SPECIFICATIONS
SECTION 02441 AND 02480)

2. WHEN CALLING FOR INSPECTIONS CONTACT THE ENGINEER A
MINIMUM OF 2 WORKING DAYS IN ADVANCE AT TO SCHEDULE AN
INSPECTION. A FIELD. NOTICE WILL BE ISSUED AS WRITTEN APPROVAL
FOR EACH STAGE OF INSPECTION. A VERBAL APPROVAL WILL NOT BE
ACCEPTABLE. INSPECTIONS ARE REQUIRED PER THE STANDARD
SPECIFICATIONS, AND INCLUDE BUT ARE NOT NECESSARILY LIMITED TO
THE FOLLOWING: _

A. AFTER COMPLETION OF FINAL GRADING OF THE MEDIAN WHEN
ALL UTILITY SERVICES HAVE BEEN MARKED, BUT PRIOR TO INITIATING
LANDSCAPE WORK WITHIN THE PUBLIC RIGHT OF WAY;

B. AT TIME OF INSTALLATION OF IRRIGATION SLEEVES AND
CONSTANT PRESSURE MAINLINES, BUT PRIOR TO BACK FILL OF

TRENCHES FOR SAME (NOTE: MAINLINES MUST BE PRESSURE TESTED

IN THE PRESENCE OF THE PARK PROJECTS INSPECTOR);
C. AT TIME OF INSTALLATION OF VALVES, LATERALS AND HEADS;
D. IRRIGATION COVERAGE TEST :
E. FOR SPOTTING OF ALL TREES PRIOR TO DIGGING PLANT PITS;
F.  WHILE DIGGING PLANT PITS AND PLANTING TREES;.
G. AFTER PLANTING AND ALL OTHER INDICATED OR SPECIFIED
WORK HAS BEEN COMPLETED, FOR START OF MAINTENANCE;

H. AT SUBSTANTIAL COMPLETION OF THE PROJECT FOR CITY’S
ACCEPTANCE TO START THE REQUIRED MAINTENANCE PERIOD;

l. AT THE END OF THE MAINTENANCE PERIOD, THE CONTRACTOR
SHALL NOTIFY THE ENGINEER FOR A FINAL ACCEPTANCE INSPECTION

IN ORDER TO BE RELEASED FROM MAINTENANCE. CONTRACTOR’S
BONDS WILL NOT BE RELEASED UNTIL AFTER RECEIPT OF WRITTEN
NOTIFICATION FROM THE CITY THAT THE PROJECT HAS PASSED FINAL
INSPECTION AND THE ENGINEER HAS ACKNOWLEDGED IN WRITING THE
ASSUMPTION OF MAINTENANCE RESPONSIBILITIES.

3. A PUBLIC LANDSCAPE PERMIT AS ISSUED BY THE PARKS AND
RECREATION DEPARTMENT IS REQUIRED. THERE IS NO COST TO THE
CONTRACTOR.

- NOTE: IN THE INTEREST OF PUBLIC SAFETY AND MAINTENANCE THE

ENGINEER SHALL HAVE THE AUTHORITY TO REVISE TREE QUANTITIES
AND LOCATIONS SHOWN ON APPROVED PLANS BASED UPON FIELD
CONDITIONS FOUND AT THE TIME OF INSTALLATION OF THE TREES.
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— FLOW (GPM)
EQUIPMENT LEGEND SYMBOL MANUFACTURER/MODEL # NOZZLE RAD. | PSI A [T A F [van DETAIL | NOTES
TURF POP-UP ROTOR HEADS
SYMBOL | MANUFACTURER/MODEL # SZE | DETAL | NOTES P P NBIRD T AP —T30%X 13725 o T3 T30l 1260 -2
. © RAINBIRD T—4—FC—T30—XX 2.5 30 | 35 2.60 K, Li—4
1.1/2 N/A 3
M| IRRIGATION WATER METER / / (3 ~URF PoP-UF ROTOR HEADS
A [RB IRRITROL MC—PLUS SERIES IRRIGATION CONTROLLER LOCATED IN A STRONG 24 STA 'N-"C’ VAT TSCT . O
BOX SB—18CR PEDESTAL MOUNT VANDAL RESISTANT ENCLOSURE 12 STA Li—4 (4.6) B B & | RANBIRD 1812-SAM—PRS—10 | wH/F Je-to| 30| Jossfore[1s2] | A, LP-5 |
FEBCO 825Y REDUCED PRESSURE BACKFLOW PREVENTER WITH 1_1/4” BRONZE WYE | 4 /4" | 'p’ (-4 _ TREE BUBBLERS
— STRAINER. LOCATED IN A STRONG BOX SBBC—45SS VANDAL RESISTANT ENCLOSURE ’ <+ l RAINBIRD 1402 SERIES BUBBLER I F l I 30 I | I IO‘5O| I ', Li—4 l (1)
S% GRISWOLD 2160 NORMALLY OPEN MASTER VALVE 1 1/2" | E, Li-4 (2,7) (1) INSTALL (2) BUBBLERS PER TREE FOR A TOTAL OF 1.00 GPM PER TREE
> NIBCO T—585 BRONZE BALL VALVE 2" P, Li-4 (2,7)
=3 RAINBIRD #44LRC SERIES QUICK COUPLING VALVE 1" 'G’, Li—4 (2,7) PIPE SIZING CHART SCH 40 PVC SLEEVING CHART
— 3/4” PPE | | 1 1/4” SLEEVE  1-4 WIRES 1/2" PIPE
& RAINBIRD PEB SERIES ELECTRIC CONTROL VALVE PLAN SIZE | 'H’, LI—4 (2,7) /1» PIPE | 172" SLEEVE 510 WIRES 3/4" PIPE
., " t 1 1/4” PIPE 2" SLEEVE 11-20 WIRES 1" PIPE
¢ RAINBIRD XCZ—100 COM DRIP CONTROL VALVE ASSEMBLY 1 I, Li—4 (2,7) # 1 1/2" E:EE 2 1/2" SLEEVE  21-30 WIRES ! 1/4" PIPE
. ” . ‘ 3" SLEEVE 31--40 WIRES 11/2" PIPE
_—— — — . N MAIN — 18" MIN. COVER J', Li—4 2 T " ) .,
SCH. 40 IRRIGATIO HNE — 787 MIN. 0 2 @ : 21/Z PPE L 4 sieewe 41-60 WIRES 2" PIPE
CLASS 200 PVC NON—PRESSURE LATERAL LINE — 12" MIN. COVER PLAN SIZE | 'J', LI-4 (2) : 4” PIPE 6 SLEEVE 61-99 WIRES 2 1/2"-3" PIPE
T 6" PIPE 8" SLEEVE 100+ WIRES 4" PIPE
———————— RAINBIRD XT—700 VINYL DISTRIBUTION TUBING N/A ‘A, LI-5 - =i 8" PIPE 10" SLEEVE N/A 8" PIPE
—=—====== | SCH 40 PVC IRRIGATION PIPE / WIRE SLEEVE — 24" MIN. COVER SEE CHART | 'K’, Li—4 - DRIP SYSTEM NOTES:
— STATION # / RUN 1” PVC LATERAL LINE FROM DRIP VALVE ASSEMBLY TO WHERE RAIN BIRD XT—700 TUBING BEGINS.
NOT SHOWN UF RATED CONTROL WIRE, 12 GA COMMON, 14 GA PILOT 12/14 GA | 'L, L-4 - CONTROLLER "SNAKE” TUBING THROUGH PLANTER AREAS AS NECESSARY. TUBING SHOWN ON PLANS IS FOR REFERENCE
ONLY. INSTALL ONE DRIP EMITTER FOR EACH SHRUB. EACH 1 GALLON SHRUB TO GET ONE (1) XB—05
(1) SEE SHEET LP—5 FOR IRRIGATION NOTES (0.5 GPH) EMITTER. EACH 5 GALLON SHRUB TO GET ONE (1) XB—10 (1.0 GPH) EMITTER. LOCATE
(2) IRRIGATION LINE LAYOUT IS DIAGRAMATIC ONLY. MAINLINE IS TO BE LOCATED IN PLANTER AREAS. EMITTERS AT EDGE OF PLANT ROOTBALL. RUN POLY TUBING SO THAT THE VINYL DISTRIBUTION TUBING
(3) IRRIGATION METER TO BE INSTALLED PER CITY OF RIVERSIDE WATER DISTRICT REGULATIONS. DOES NOT EXCEED 10’ IN LENGTH. FOLLOW THESE GUIDELINES AND MANUFACTURER’S SPECIFICATIONS TO
(4) CONTROLLER 'A’ TO BE 24 STATION MODEL, CONTROLLER 'B’ TO BE 12 STATION MODEL PROVIDE 100% COVERAGE TO ALL PLANT MATERIALS INTENDED TO BE IRRIGATED BY DRIP SYSTEMS.
INSTALL EMITTERS PER DETAIL 'H’, SHEET Li—4.
(5) REMOVED IRRIGATION EQUIPMENT TO BE TURNED OVER TO OWNER. ALL DRIP AREAS ARE TO BE INSTALLED WITH THE ASSUMPTION THAT THEY MIGHT BE CONVERTED TO SPRAY
(6) COORDINATE ELEC. POWER OF CONNECTION WITH ELECTRICAL CONTRACTOR. , , AREAS IN THE FUTURE. IN THE EVENT THAT THE DRIP AREAS ARE CONVERTED TO SPRAY, EACH DRIP VALVE
(7) PROVIDE A MINIMUM OF 3’ SEPARATION BETWEEN ALL VALVE BOXES INCLUDING RCV’'S, QCV'S, BALL VALVES, ETC. IS TO RUN A MAXIMUM OF 20 GPM. PRESSURE REGULATORS AND FILTERS ARE TO BE REMOVED FROM THE
DRIP VALVE ASSEMBLY AT TIME OF CONVERSION TO ALLOW FOR SPRAY APPLICATIONS.

A poTE

[ INSTAL IRRIGATION SYSTEM FOR MEDIAN "A”
STARTEZD FRom VALVE SA As SHown 0N PLAN.

2. TNSTALL COMROL WIRES FOR CoNTRAL VALVES
CA,TA & §A BETWEEN VILVE SA & CoNTROL
BoX(ABOUT 2dot S'LX ). AL TRENG] SHAL BE
DIGGEP BY HAND To INSTALL THE WIRES.
Ex(s TING-WATERMALN & Al MRES SH AL
BE PRoTECTED . ML IMPACED LANDSCAPV T
ARZAS SHbLL BE RECoVERED T2 THE
ORIGINAL ConTION.
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FLOW (GPM)
EQUIPMENT LEGEND SYMBOL MANUFACTURER/MODEL # NOZZLE RAD. | PSI QT [ H] F [van DETAIL | NOTES
' TURF POP-UP ROTOR HEADS
SYMBOL MANUFACTURER/MODEL # SIZE | DETAL | NOTES s & RAINBIRD T—4—PC—T30—XX 1.3/2.5 30° | 35 [1.30 2.60 K, Li—4
W S GATION WATER METER Iy A 5 © RAINBIRD T—4—FC—T30—XX 2.5 30 | 35 2.60 K, Li—4
‘ TURF POP-UP ROTOR HEADS
A [EB IRRITROL MC—PLUS_SERIES IRRIGATION CONTROLLER LOCATED IN A STRONG 24 STA A-'C — "
BOX SB—18CR PEDESTAL MOUNT VANDAL RESISTANT ENCLOSURE 12 STA Li—4 (4.8) B B & [ RANBIRD 1812-SAM-PRS-10 | T/ Jo-10] 30| Jossforglisy| [ A, LP-5 |
FEBCO 825Y REDUCED PRESSURE BACKFLOW PREVENTER WITH 1 1/4” BRONZE WYE | 1 4 /4" | ', [1—4 _ TREE BUBBLERS
STRAINER. LOCATED IN A STRONG BOX SBBC—45SS VANDAL RESISTANT ENCLOSURE ’ 4 I RAINBIRD 1402 SERIES BUBBLER | F | I 30 I I I Io_50| | U, L—4 I (1)
D et il s 11/2° | B U4 (27) (1) INSTALL (2) BUBBLERS PER TREE FOR A TOTAL OF 1.00 GPM PER TREE
>< NIBCO T—585 BRONZE BALL VALVE 2" ', Li—4 (2,7)
@ RAINBIRD #44LRC SERIES QUICK COUPLING VALVE 1" ‘¢, L-4 (2,7) PIPE SIZING CHART SCH 40 PVC SLEEVING CHART
— 3/4" PIPE 1 1/4” SLEEVE  1-4 WIRES 1/2" PIPE
. » # 1 1/4” PIPE 2" SLEEVE 11-20 WIRES 1" PIPE
e RAINBIRD XCZ—100 COM DRIP CONTROL VALVE ASSEMBLY 1 r, Li—4 (2,7) # 11 /gn EIﬁE 2 1/2" SLEEVE  21-30 WIRES | 1/4" PIPE
‘ ” ” LAY » - . ” 3” SLEEVE 31—"4‘0 W]RES 1 1/2" PlPE
I S SE—— C— . —_ 8 . J N L'— 2 I ” ”
SCH. 40 IRRIGATION MAINLINE — 18" MIN. COVER 2 4 (2) = 2 1 /gn §I§E " SLEEvE 150 WIRES i
CLASS 200 PVC NON—PRESSURE LATERAL LINE — 12" MIN. COVER PLAN SIZE | "0, L4 (2) : 4" PIPE 6 SLEEVE 61-99 WIRES 2 1/2"-3" PIPE
- , H 6" PIPE 8" SLEEVE 100+ WIRES 4" PIPE
———————— RAINBIRD XT—700 VINYL DISTRIBUTION TUBING N/A ‘A, L=5 - HE 8" PIPE 10" SLEEVE N/A 6" PIPE
jmaunun e et SCH 40 PVC IRRIGATION PIPE / WIRE SLEEVE — 24" MIN. COVER SEE CHART | 'K’, LI—4 - DRIP SYSTEM NdTES:
— STATION # / RUN 1” PVC LATERAL LINE FROM DRIP VALVE ASSEMBLY TO WHERE RAIN BIRD XT—700 TUBING BEGINS.
NOT SHOWN UF RATED CONTROL WIRE, 12 GA COMMON, 14 GA PILOT 12/14 GA | 'L, Li—-4 - CONTROLLER | 'SNAKE” TUBING THROUGH PLANTER AREAS AS NECESSARY. TUBING SHOWN ON PLANS IS FOR REFERENCE
. ONLY. INSTALL ONE DRIP EMITTER FOR EACH SHRUB. EACH 1 GALLON SHRUB TO GET ONE (1) XB—05
(1) SEE SHEET LP—5 FOR IRRIGATION NOTES (0.5 GPH) EMITTER. EACH 5 GALLON SHRUB TO GET ONE (1) XB—10 (1.0 GPH) EMITTER. LOCATE
(2) IRRIGATION LINE LAYOUT IS DIAGRAMATIC ONLY. MAINLINE IS TO BE LOCATED IN PLANTER AREAS. EMITTERS ‘AT EDGE OF PLANT ROOTBALL. RUN POLY TUBING SO THAT THE VINYL DISTRIBUTION TUBING
(3) IRRIGATION METER TO BE INSTALLED PER CITY OF RIVERSIDE WATER DISTRICT REGULATIONS. DOES NOT EXCEED 10’ IN LENGTH. FOLLOW THESE GUIDELINES AND MANUFACTURER’S SPECIFICATIONS TO
(4) CONTROLLER 'A’ TO BE 24 STATION MODEL, CONTROLLER 'B’ TO BE 12 STATION MODEL RF*S?X?LE Emg;/& R%O%%'EAGDEHL?L A,hL, PSL:[[:“; N:j\TiR'ALS INTENDED TO BE IRRIGATED BY DRIP SYSTEMS.
(5) 'REMOVED IRRIGATION EQUIPMENT TO BE TURNED OVER TO OWNER. ALL DRIP AREAS ARE TO BE INSTALLED WITH THE ASSUMPTION THAT THEY MIGHT BE CONVERTED TO SPRAY
(6) COORDINATE ELEC. POWER OF CONNECTION WITH ELECTRICAL CONTRACTOR. , , AREAS IN THE FUTURE. IN THE EVENT THAT THE DRIP AREAS ARE CONVERTED TO SPRAY, EACH DRIP VALVE
(7) PROVIDE A MINIMUM OF 3’ SEPARATION BETWEEN ALL VALVE BOXES INCLUDING RCV'S, QCV'S, BALL VALVES, ETC. IS TO RUN A MAXIMUM OF 20 GPM. PRESSURE REGULATORS AND FILTERS ARE TO BE REMOVED FROM THE
DRIP VALVE ASSEMBLY AT TIME OF CONVERSION TO ALLOW FOR SPRAY APPLICATIONS.
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| |
. \ ! / SPRINKLER LEGEND
-
i - FLOW (GPM)
: ~~J__ | }\ SYMBOL MANUFACTURER/MODEL # NOZZLE RAD. | PSI R l T |Von DETAIL | NOTES
N h A A e S TURF POP-UP ROTOR HEADS
| —/_ _ \\\\\\ ,f l < © & RAINBIRD T—4—PC—T30—XX 1.3/2.5 30" | 35 [1.30 2.60 K, L—4
:l E — e ] | Q ® RAINBIRD T—4~FC—T30—XX - 2.5 30" | 35 2.60 'K, Li—4
! S ~_ T~ | / TURF POP-UP ROTOR HEADS
! SSSSSsTo— ~ S~~~ 'f Q 5 @ £ | RAINBIRD 1812—SAM—PRS—10 |  1H/F |9-10]| 30| |os3lo7sl1.52] | A, LP—5 |
LLJ : 14A S ) S, S~ e ; 1' | \ TREE BUBBLERS
LL]: vl e T } ~ + | RAINBIRD 1402 SERIES BUBBLER | F | T30l T T TJosof [v,u-4a]
e \\\ ~ \\\
I M~ — N - _ NS S~ - ,’ / / @( (1) INSTALL (2) BUBBLERS PER TREE FOR A TOTAL OF 1.00 GPM PER TREE
U) —~— =~ S~ \\\ = \\\ l \
~ - =~ ~ > \ >~ ‘l ’ : Y
— ~ ~ ~
II:H ~~o ~ S N S . R PIPE SIZING CHART SCH 40 PVC SLEEVING CHART
~
o) = ~ < N 5 SN ~G- ,’ / 3/4” PIPE 1 1/4” SLEEVE  1—4 WIRES 1/2" PIPE
i = ~o | ~ ~3 N I ! 1" PIPE 1 1/2" SLEEVE  5-10 WIRES 3/4" PIPE
o s~ < BAL >~ S N I ' # 1 1/4" PIPE 2" SLEEVE 11-20 WIRES 1" PIPE
LLII ~ < _ \\ NN SOSU N ,f | t L 1/2,, E:§§ 2 1/2” SLEEVE 21-30 WIRES 1 1/4” PIPE
> ~_ 4 ~ NN p S : i 2 1/2" PIPE 3" SLEEVE 31-40 WIRES 1.1/2" PIPE
:l: > L N2 NN NN ) / | £ % ot 4” SLEEVE 41-60 WIRES 2" PIPE
~ ~ N ~ [ il " 6” SLEEVE 61-99 WIRES 2 1/2"-3" PIPE
o > ~ ~ > ~ = 4" PIPE
I e~ \\\\\\ ~ NN \ RN { s 6" PIPE 8” SLEEVE 100+ WIRES 4" PIPE
0 ! ~~ S NN S ~ S NG , " s 8" PIPE 10" SLEEVE N/A 6" PIPE
S~ ~ ~ v ~ ~ ~ |
S > ~ ~
'\ — N~ ~ : \\\\ \\\\\ 2B' ™~ \\\ \ N \\\\ P.O.C. 'B INFORMATION ll ' | DRIP_SYSTEM NOTES:
< o= ~.. S RN 8 | 1 N NN NN | STATION # / RUN 1” PVC LATERAL LINE FROM DRIP VALVE ASSEMBLY TO WHERE RAIN BIRD XT—700 TUBING BEGINS.
El\\\\\‘ = ~ < SURISTA 1B \\ N \ ~ METER SIZE o | CONTROLLER || 'SMAKE” TUBING THROUGH PLANTER AREAS AS NECESSARY. TUBING SHOWN ON PLANS IS FOR REFERENCE
' =SS TS ~ NS RIN nr N 0N RN WATER TYPE POTABLE {! ! ONLY. INSTALL ONE DRIP EMITTER FOR EACH SHRUB. EACH 1 GALLON SHRUB TO GET ONE (1) XB—05
=SS ~e AN | ~ N o b J (0.5 GPH) EMITTER. EACH 5 GALLON SHRUB TO GET ONE (1) XB—10 (1.0 GPH) EMITTER. LOCATE
T ~ - 1A 7 NN — N NN N STATIC PRESSURE 69 PSI | EMITTERS AT EDGE OF PLANT ROOTBALL. RUN POLY TUBING SO THAT THE VINYL DISTRIBUTION TUBING
== T SN ~ 1 ~3 N N N PEAK DEMAND 26 GPM | DOES NOT EXCEED 10’ IN LENGTH. FOLLOW THESE GUIDELINES AND MANUFACTURER’S SPECIFICATIONS TO
IS NN A < ~ 16 ,Z/ / N N NSO N | PROVIDE 100% COVERAGE TO ALL PLANT MATERIALS INTENDED TO BE IRRIGATED BY DRIP SYSTEMS.
NN NS ~ 0/, N N N SOURCE AT CRWD BRIAN I INSTALL EMITTERS PER DETAIL 'H’, SHEET Li—4.
ST ~ ~ . N \ < DATE INFO OBTAINED 12/3/02 | ‘ ALL DRIP AREAS ARE TO BE INSTALLED WITH THE ASSUMPTION THAT THEY MIGHT BE CONVERTED TO SPRAY
NI N ~ N RN ;' | AREAS IN THE FUTURE. IN THE EVENT THAT THE DRIP AREAS ARE CONVERTED TO SPRAY, EACH DRIP VALVE
~ \\ N
TS \\\\ \\\\ \\ h \ \\\ S \\\ |
\ \\\ \\\ N \ \ \\ \ \\ |I TS
TR\ S \\ ~ N NN N N RELOCATED IRRIGATION |
~N
ESNNNN ~ Y \ N O WATER METER /
\ N
N AN

one i sws A BT M3 DM NI SN DOS SN SUN NI NSH NWN WO ERN Wet KUN RSO @M MR EER WO PN GOI WMD DO FEN SRR WKEN AN OOW CID WMG OBY DOt OKD MR WIS WS WST KON MEN UEM KGR Mt COO SWD Mt SOD U DU D0 ecd Wow KT 008 O

SYMBOL MANUFACTURER/MODEL # SIZE DETAIL NOTES , \ \ \ /
M] IRRIGATION WATER METER 11/27 N/A (3) \ \\ N
T \ !
A [<B IRRITROL_ MC—PLUS SERIES IRRIGATION CONTROLLER LOCATED IN A STRONG 24 STA. A—"C
BOX SB—18CR PEDESTAL MOUNT VANDAL RESISTANT ENCLOSURE 12 STA. LI—4 (4.6) \ \ \ |
<4 FEBCO 825Y REDUCED PRESSURE BACKFLOW PREVENTER WITH 1 1/4” BRONZE WYE | 1 q/4» | ' g4 _ \
; STRAINER. LOCATED IN A STRONG BOX SBBC—45SS VANDAL RESISTANT ENCLOSURE , ' | \ \
& GRISWOLD 2160 NORMALLY OPEN MASTER VALVE 11/2" | 'E, L-4 (2,7) AN \ \ !
_
: S
>« NIBCO T—585 BRONZE BALL VALVE o Lt 2.7) \ \\ \ /
@ RAINBIRD #44LRC SERIES QUICK COUPLING VALVE 1” ‘G, L—4 (2,7) . \ \ \
- \
) RAINBIRD PEB SERIES ELECTRIC CONTROL VALVE PLAN SIZE | 'H’, Li—-4 (2,7) \ \ \\
¢ RAINBIRD XCZ—100 COM DRIP CONTROL VALVE ASSEMBLY 1" P, Li-4 (2,7) .
= = =— = | SCH. 40 IRRIGATION MAINLINE — 18" MIN. COVER 2" 7, L4 (2) P.OC. A’ INFORMATION |°
CLASS 200 PVC NON—PRESSURE LATERAL LINE — 12" MIN. COVER PLAN SIZE | "0, Li-4 (2) METER SIZE 112" \
\
———————— RAINBIRD XT—700 VINYL DISTRIBUTION TUBING N/A A, LI-5 - WATER TYPE POTABLE \
STATIC PRESSURE 69 PSI
~======= | SCH 40 PVC IRRIGATION PIPE / WIRE SLEEVE — 24" MIN. COVER SEE CHART | ’K’, LI—4 - PEAK DEMAND 26 GPM \
NOT SHOWN UF RATED CONTROL WIRE, 12 GA COMMON, 14 GA PILOT 12/14 GA | L, LI-4 - SOURCE AT CRWD BRIAN \
DATE INFO OBTAINED 12/3/02 \
(1) SEE SHEET LP—5 FOR IRRIGATION NOTES
(2) IRRIGATION LINE LAYOUT IS DIAGRAMATIC ONLY. MAINLINE IS TO BE LOCATED IN PLANTER AREAS. \
(3) IRRIGATION METER TO BE INSTALLED PER CITY OF RIVERSIDE WATER DISTRICT REGULATIONS.
(4) CONTROLLER ’A’ TO BE 24 STATION MODEL, CONTROLLER B’ TO BE 12 STATION MODEL
(5) REMOVED IRRIGATION EQUIPMENT TO BE TURNED OVER TO OWNER.
(6) COORDINATE ELEC. POWER OF CONNEGTION WITH ELECTRICAL CONTRACTOR.
(7) PROVIDE A MINIMUM OF 3" SEPARATION BETWEEN ALL VALVE BOXES INCLUDING RCV'S, QCV’'S, BALL VALVES, ETC.
| | HKAS-BUILT I\-09-05 'fu
PREPARED UNDER THE DIRECTION OF A ,
DI 4649 Brockton Avenue TMOTHY | MALONEY CITY OF RIVERSIDE — CITY OF RIVERSIDE, CALIFORNIA MARKET STREET PROJECT No. 021064
Riverside, CA 92501 : '
AL TOLL FrEE iverside e oTeReD LANDSOAPE. AonTECT. A 210 3900 MAIN STREET T DEPARTMENT OF PUBLIC WORKS IMPROVEMENTS
1-800-297-2600 (909) 369-0700 EXPIRATION DATE 10/31/04 DATE 3/7/03 RlVERS'DE, CA APPROVED BY BY | DATE | APP BY § R—3663—L
Fox: (908) 3694039 — — ____ e BvonezR || //4« S LANDSCAPE PLANS
AT LEAST TWO DAYS : " y " : y P L
BEFORE YOU DIG www.comworksdg.com 1'=20'-0 — : MARK REVISIONS APPR. | DATE P:::FF?EPSREET Ao 2o/ CITY ENGINEER 77 FROM FAIRMOUNT TO 60 FREEWAY seer 4 or M
UNDERGROUND SERVICE ALERT OF SOUTHERN CALIFORNIA DATE:  3/7/08 . - pesioned BY _KCK  prawn By _KCK  cuecken sy_ TY DATE 3/"-{/6 Irrigation Plan SHEET No.  LI-3
In>exed 8-05-04 FH
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ENCLOSURE
PER STD. DET.
#4070
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=

10" — 0" MINIMUM

|

11l

111

18" MIN.

|

A

@__/ 1. BACKFLOW DEVICE AS APPROVED BY PUBLIC UTILITIES—WATER
1. CONTROLLER ENCLOSURE PER LEGEND AND/OR NOTES %: 'E&CEK’;?ZEE VSJI(EELSTER“/{fNnglJRE PER CITY STDS.
%’ ‘F\.ﬂgwg&gg NTROLLER PER LEGEND ' COORDINATE W/UTILITIES—ELECTRIC (909/826-5393) FOR RISER LOCATION ON POLE. 4. BRONZE ELBOWS AND RISERS PER CITY STDS.
‘ ' 2-§12 CU THW WIRES. CONTRACTOR TO PROVIDE SUFFICIENT WIRE -LENGTH BEYOND END OF CONDUIT TO REACH OVERHEAD. 5. 4" THICK CONCRETE PAD PER CITY STDS.
4. DIRECT BURIAL CONTROL WIRES TO VALVES _ SECONDARY LINES FOR OVERHEAD SERVICE AND TO PROVIDE 2 FEET OF WIRE BEYOND CONDUIT END AT UGS BOX & 4 FEET OF 6. FINISH GRADE
O D N e s taom Enaosone ™ SeE peral ‘o ror | 2 Eechie WL MG SEnic GAVecnbl W T B ol T MERE v, o . e comeons a7 os 1 GONTROER ENCLOSURE PER, i
8. 120V AC POWER IN CONDUIT PAD DETAIL ELECTRIC SERVICE BOX, SIZE PER PUBLIC_UTILITIES STANDARDS. X 3. CONCRETE SIDEWALK PER PLAN NOTE:
9. 120V 15 AMP. BREAKER WITH CONVENIENCE OUTLET IN SQUARE : EER%ISEH%%NEI%S% %PS;DS': USE 27 AT METERED SRVC, USE 17 AT NON-METERED SRVC, DB BELOW GRADE, HDG ABOVE INSTALL BACKFLOW PREVENTER DEVICE SQUARE WITH HARDSCAPE ELEMENTS AS
D SINGLE BREAKER BOX MODEL Q02-4L70S OR EQUAL. 7. LINE SIZE HDG CONDUIT WITH 2—#12 CU THW WIRES, PER UTILTIES STANDARDS. ID NEUTRAL. NOTES: APPROVED BY THE PARK PROJECTS INSPECTOR IN THE FIELD.
R S = LN DUDOER. CROUNDING ROD W/PVC SLEEVE ETmIEAD-SERTON: CONTROLLER ENCLOSURE TO HAVE A MINIMUM 6” CONCRETE EXTENDING BEYOND THE COORDINATE WITH PUBLIC UTILITIES—WATER FOR LOCATION OF BACKFLOW AND
. 5/8" x 8 MIN. LENG N v v W/PVC SLE QumeeSERVCESECTIONes EDGES. SLOPE CONCRETE TO DRAIN AWAY FROM ENCLOUSRE. FRONT OF ENCLOSURE TO BE WATER SERVICE. WHEREVER POSSIBLE, LOCATE SERVICE AND BACKFLOW IN THE
. EXTEND EDGE OF BASE 6” BEYOND EDGE OF ENCLOSURE i MEFER-PEDESTALPER=E:1S:E:R:CrDRAWING 3088l BMIT-CATALOG=CUTS =T ~P; Uz ELECTRIC-FOR-ARPROVAL:=PRIOR-TO-NSTALLATION 36" FROM BACK OF TRAIL. FINAL CONTROLLER LOCATION TO BE DETERMINED IN THE PARKWAY AT MID—BLOCK A MINIMUM OF 100’ FROM THE INTERSECTION PER CITY

12. LINE SIZE WRAPPED HDG SWEEP ELL, MIN. 9" RAD. (TYP.)
13. EXISTING SERVICE CONDUIM.
14. LOW VOLTAGE IRRIGATION CONTROL WIRE & CONDUIT PER P&R STD. SPECS. NOT TO SCALE

. GROUND CONTROLLER PER MANUFACTURER FIELD BY THE PARK PROJECTS INSPECTOR. STANDARDS.

EXTEND 4" ABOVE TOP OF BASE

Controller B Non-Metered Electrical ServicdC| Controller Pad D | Backflow Preventer -

12" —H 12
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NOTE: USE TEFLON 6
@ \\ o / 1; TAPE ON ALL MALE
.\ r,% J < PIPE THREADS.
- ) @— 5 (6 (8
1 ¥ O T ) e
(10 ®) (0 | —~—®@ @ (6
Y ONCRETE R ORNGULAR. PE\I/?E ng)EN\?JITH NON—HINGED LOCKING METAL LID Y 1. ELECTRIC CONTROL VALVE P MON
2. CONCRETE RECTANGULAR VAL - . : ER LEGEND 8. COMMON BRICK — 4 REQUIRED
E RE A 1. 10" ROUND CONCRETE VALVE 7. PVC SCH 80 ELL — TxT e o
S INSa Ry N LD N 27 HIGH CRARACTERS . ROUND CONCRETE VALVE BOX W/ CAST IRON BOX WITH NON-HINGED METAL LID 8. SCH 40 PVC MAINLINE FITTING 2 O oo CAST 9 Ve on b N PER LEGEND
5 PVC SOl 40 MALE ADAPTER NON—HINGED LOCKING LID. SIZE BOX TO ALLOW IN TURF_AREAS ONLY. TOP OF QVC 9. PVC MAINLINE PIPING PER STATION # ON LID IN 2° HIGH CHARAGTERS 11, PVG MAINLINE PER LEGEND
6. WATERPROOF WIRE CONNECTION W/36” EXPANSION LOOP 0 STENG e O T R e A REE AREICOVE GRADE IN 10, GQUIPMENT LECEND e 3. FINISH GRADE 12. SCH 40 PVC MAINLINE FITTING
7.  #14 UF WIRES TO CONTROLLER MASTER VALVE OUTPUT : 5 STENGIL o ON - WALK, : ALL, ETC. 4. PVC SCH 40 MALE ADAPTOR — SIZE AS 13. 'CHRISTY'S’ I.D. TAG OR EQUAL
8. SCH 80 PVC UNION 3. FINISH GRADE NOTE: : ICIL "QC LID 11. 17 ANGLE IRON, 18" MINIMUM REQUIRED — TYP. OF 2 14. SCH 80 PVC UNION
9. COMMON BRICK — 4 REQUIRED 4. BALL VALVE PER IRRIGATION PLAN USE TEFLON TAPE IN 2° HIGH CHARACTERS LENGTH SUPPORT STAKE 5. WATERPROOF WIRE CONNECTOR WITH 36"
10. PVC MAINLINE PER LEGEND — LENGTH AS REQUIRED 5. COMMON BRICK — 4 REQUIRED ON ALL MALE PIPE 3. FINISH GRADE 12. STAINLESS STEEL CLAMP — 2 COILED EXPANSION LOOP NOTES:
11. PVC SCH 40 ELL — SxS 8. SCH 40 PVC MALE ADAPTER — 2 REQUIRED THREADS. 4. QUICK COUPLER PER LEGEND * 1IN TURF AREAS 6. WIRES FROM CONTROLLER TEE OFF MAINLINE TO BE SAME SIZE AS
12.  MAINLINE PIPING FROM POINT OF CONNECTION 7. MAINLINE PIPING PER IRRIGATION PLAN S. EE/SGTSSHASBO g'ﬁfégo SHRUB AREAS ONLY, OMIT BOX 7. COMMON WIRE TO OTHER VAVLES ON LATERAL LINE EXITING VALVE. ONLY REDUCE
13.  MAINLINE PIPING TO CONTROL VALVES 8. VALVE BOX EXTENSION(S) AS REQUIRED 6. PG SCH 4oR sQrREEr ELL ToT AND INSTALL QCV 2" ABOVE SAME CONTROLLER PIPE SIZE AT VALVE.
* 1/2” IN TURF AREAS, 2" IN SHRUB AREAS * 1" IN TURF AREAS AND 2" IN SHRUB AREAS : X FINISH GRADE. * 1" IN TURF, 2" IN PLANTER

E | Master Valve Ball Valve G

NOTES:

TEE OFF MAINLINE TO BE
SAME 'SIZE AS LATERAL
LINE EXITING VALVE.

ONLY REDUCE PIPE SIZE
AT VALVE. SIZE VALVE
BOX FOR ALL EQUIPMENT
TO FIT WITH EASY ACCESS
TO BALL VALVE AND
FILTER FOR CLEANING.
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ELECTRIC CONTROL VALVE PER LEGEND . PVC LATERAL LINE PER LEGEND
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FINISH GRADE

CLEAN BACKFILL — 90% COMPACTION REQUIRED — SEE SPECS 1. HARDSCAPE (TYPICAL)
. PVC SCH 40 ELL — SxS
ElleSI’CHF}/AA‘I':VgREI\?I))( é”%l?.o?uoﬂuﬁgé’ﬁ " PVC MAINLINE PER LEGEND — TYP NON—PRESSURE ‘-ATE(RA'- LINE PER LEGEND 2. CLEAN BACKFILL — 90% COMPACTION REQUIRED — SEE SPECS
ON LID IN 2" HIGH CHARACTERS . SCH 40 PVC MAINLINE FITTING ggﬁﬁgg*ﬁEw'sRUEpsp‘-Y h’;.%AfLERBE'I_%GV&NgRESSURE SUPPLY LINE 3. SAND (TYPICAL)
FINISH GRADE . 'CHRISTYS’ I.D. TAG OR EQUAL v T 4. NON—PRESSURE LATERAL LINE / SLEEVE (SIZE PER CHART) 1. SLIP BASE SOCKET OVER END OF WIRES
PVC SCH 40 MALE ADAPTER " BALL VALVE PER LEGEND PROVIDE 2" OF CLEAN SAND BELOW PRESSURE MAINLINE 5. CONTROL WIRE' SLEEVE ADJACENT TO MAINLINE SLEEVE (SIZE PER CHART) 2. STRIP WIRES APPROX. 5/8" FROM ENDS — TWIST TOGETHER
WATERPROOF WIRE CONNECTOR WITH 36 . Y-FILTER PER LEGEND NOTES: 6. PRESSURE SUPPLY LINE / SLEEVE (SIZE PER CHART) 3. APPLY SEALER TO OUTSIDE OF SEALING PLUG AND FILL CAVITY WITH SEALER
COILED EXPANSION LOOP . : . 4, PUT CRIMP END OVER WIRE ENDS — CRIMP SLEEVE AND CUT OFF EXCESS WIRE
WIRES FROM CONTROLLER . SCH 80 PVC NIPPLE — TYP gﬂESEESAT‘ND &QZ%T%EES Q.IL,E?N&&:- WT}IQ%TAI{'[JI\?SN D|sL38$ iﬁ%wé’oL &ﬁ?&gsﬂpﬁ'&oggp NOTES: 5. PULL BASE SOCKET OVER END OF WIRES AS FAR AS POSSIBLE
COMMON WIRE TO OTHER VALVES ON . SCH 40 PVC FEMALE ADAPTER » IN SIZE ALL SLEEVES PER SLEEVING CHART ON PLANS. EXTEND SLEEVES 12" BEYOND 6. PUSH SEALING PLUG INTO BASE SOCKET
BY THE CITY. 36" MIN. COVER IS REQUIRED FOR RECLAIMED WATER MAINLINE (WHERE :
SAME CONTROLLER . SCH. 80 PVC UNION APPLICABLE). INSTALL 1'x1'x1’ THRUST BLOCK AT ALL TERMINAL POINTS ON MAINLINE. EDGE OF HARDSCAPE ON BOTH ENDS. RECLAIMED WATER SLEEVES TO BE A MINIMUM 7. PUSH WIRES TO END OF BASE SOCKET TO INSURE COMPLETE SEALING OF CONNECTION
. COMMON BRICK — 4 REQUIRED 1/2" IN TURF, 2" IN SHRUB AREAS 42"-48" DEEP (OR PER WATER DISTRICT STANDARDS) WHERE APPLICABLE. 8. COMPLETED WATERPROOF WIRE CONNECTION
- - 1 ‘ | | . . S-RUILT 1\-09-05
rio Control Valve Assembl JlTrenching ~  |K]SI L | Wire C t *A
| | Drip Control Valve Asse | Trenching _ eeving Nire Connections _ 3
' PREPARED UNDER THE DIRECTION OF ——
4649 Brockton Avenue TIMOTHY | MALONEY CITY OF RIVERSIDE CITY OF RIVERSIDE, CALIFORNIA MARKET STREET PROJECT No. 021064
iverside, 92501 : 3900 INS ET DEPARTMENT OF PUBLIC WORKS
Riverside, CA REGISTERED LANDSCAPE ARCHITECT, rLA 2110 MA TRE IMPROVEMENTS

DIAL TOLL FREE

DL ToLL PRER (308) 3690700 aion o TO/31/08 " opre BI7703 RIVERSIDE, CA o s o o | ooy ANDSCAPE PLANS R-3003-L
Fax: (909) 369-4039 SCALE: NORTH: BENCHMARK P::;SpétpigfxiiR 7% 30 M%//
A BEFORE YOU DIG www.comworksdg.com NT.S. _ MARK REVISIONS APPR. | DATE | rarFic DVSION |- B NGINEER ? 7 FROM FAIRMOUNT TO 60 FREEWAY sieer 5 oF M

UNDERGROUND SERVICE ALERT OF SOUTHERN CALIFORNIA

DATE: 3/7/03 _ pesieNeD BY _KCK  prawn BY _KCK  cpeckep By TY oatE % 7"/?3 Irrigation Details SHEET NO. LI-4

INDexes 8-03-04 A
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POP—UP ROTOR HEAD PER LEGEND

BARBED DRIP EMITTER PER IRRIGATION PLAN - PVC SCH 80 NIPPLE — 12" MINIMUM LENGTH

» B, 47S—095 . PVC SCH 40 STREET ELL — TxT
%g oTFU%ﬁECSTﬁEEIgR 5 # ) . MARLEX STREET ELL — TxT

MULCH BED PER PLANTING PLAN . PVC SCH 40 LATERAL LINE FITTING
POLYETHYLENE TUBING (R.B. #XT—700) . LATERAL LINE PER EQUIPMENT LEGEND
1/4 BARBED CONNECTOR (R.B. #APB—025) . FINISH GRADE

1/4” VINYL DISTRIBUTION TUBING (R.B. #DT—-025)

NATIVE SOIL

SHRUB HI-POP SPRAY HEAD PER LEGEND
PVC SCH 80 NIPPLE — 12" MINIMUM LENGTH

TREE TRUNK

TREE ROOTBALL

2" LODGE POLE PINE STAKES PER PLANTING PLAN
PLANT BACKFILL PER PLANTING PLAN

6" DIAMETER x 24" LONG PERFORATED ABS DRAIN PIPE
FINISH GRADE

UNDISTURBED NATIVE SOIL

BUBBLER PER LEGEND

NOTES: 1/2” SCH 80 PVC NIPPLE — LENGTH AS REQUIRED
USE TEFLON TAPE ON ALL MALE PIPE THREADS FOR PVC TO PVC CONNECTIONS. SET . 1/2" SCH 40 PVC ELL — SxT

PERIMETER HEADS 2°-6" FROM EDGE OF CURBS AND WALKS, AND 6"—12" FROM FIXED . 1/2" CLASS 315 PVC LATERAL LINE

VERTICLE OBJECTS SUCH AS FENCES, WALLS, AND BUILDINGS, ETC. ALL FITTINGS FOR SWING . SCH 40 PVC TEE AROUND PLANTING PIT

JOINTS MUST BE SAME SIZE AS INLET ON BASE OF HEAD. LATERAL LINE FITTING OUTLET . PEA GRAVEL IN BASE OF DRAIN PIPE

SHALL BE SAME SIZE AS HEAD INLET. ONLY THE BOTTOM INLET OF HEAD MAY BE USED. INSTALL CAP ON DRAIN PIPE FLUSH AT GRADE — MOUNT WITH 2 SCREWS

-. Xk AS-BUILT l-09-05

ﬂ—-—-—-— ““*‘

PVC SCH 40 STREET ELL — TxT
MARLEX STREET ELL — TxT

PVC SCH 40 LATERAL LINE FITTING
LATERAL LINE PER LEGEND

FINISH GRADE

N HWN =

NOTES: NOTES:

USE RAINGUN (#EMA—BGX) TO INSERT CONNECTOR USE TEFLON TAPE ON ALL MALE PIPE THREADS FOR PVC TO PVC CONNECTIONS. SET

DIRECTLY INTO POLYETHYLENE TUBING. PERIMETER HEADS 1"—2" FROM EDGE OF WALK, WALL, OR CURB, ETC. ALL FITTINGS
FOR SWING JOINTS MUST BE SAME SIZE AS INLET ON BASE OF HEAD. LATERAL LINE
FITTING OUTLET SHALL BE SAME SIZE AS HEAD INLET.

Single Drip Emitter B Turf Rotor Head

PREPARED UNDER THE DIRECTION OF -
4548 Srockion e o e o o CITY OF RIVERSIDE CITY OF RIVERSIDE, CALIFORNIA MARKET STREET PRkt . 021084
Riverside, CA 92501 3900 MAIN STREET ' DEPARTMENT OF PUBLIC WORKS IMPROVEMENTS
DIAL TOLL FREE REGISTERED LANDSCAPE ARCHITECT, RiA _ 2110 _ |
DL T e ~ (909) 369-0700 Croron, ot 10/31/04 "oy~ 37703 RIVERSIDE, CA e 5 5 [ | g o ANDSCAPE PLANS R- 3663 |_
rLEssT IO DA Fox: (908) 360-4032 s o T | i T e — M/ LA
BEFORE YOU DIG v www.comworksdg.com ' NTS. — MARK REVISIONS APPR. | DATE e ovison— A ENGINEER FAIRMOUNT TO 60 FREEWAY SHEET
UNDERGROUND SERVICE ALERT OF SOUTHERN CALIFORNIA .’ DUKH GROUP o 3/7/03 ~ oesioned & KCK  orawn 8y KCK  cngckep sy TY o 3 A //JZ’ Irrigation Details SHEET O, LI-5

INDEXED 8-05- 04 WH




PLANTING LEGEND:

BOTANIC NAME COMMON NAME SIZE / SPACING DETAIL
TREES
. CERCIS CANADENSIS EASTERN REDBUD 36" BOX 'N&'C, LP—4
SAPIUM SEBIFERUM CHINESE TALLOW TREE 36" BOX 'N&'C', LP-4
WASHINGTONIA FILIFERA CALIFORNIA FAN PALM 15’ B.T. ‘B, LP—4
ALL TREES WITHIN 5 OF HARDSCAPE TO RECEIVE ROOTBARRIER
SEE DETAIL 'C’, SHEET LP-4
SHRUBS / VINES ‘
PHORMIUM TENAX 'BRONZE BABY' NEW ZEALAND FLAX 5 GAL. 'D’, LP—4
PHORMIUM TENAX ’VARIEGATUM’ NEW ZEALAND FLAX 5 GAL. 'D’, LP—4
ROSA ROSE 5 GAL D', LP—4
MACFADYENA TUNGUIS ‘CATI’ CAT'S CLAW VINE 1 GAL 'D’, LP—4
PELARGONIUM PELTATUM IVY GERANIUM 1 GAL. @ 18” 0.C. 'F, LP—4
HEMEROCALLIS HYBRIDS "YELLOW’ DAYLILY 5 GAL. @ 18" O.C. D'&'F, LP—4
GOODWIN CREEK LAVENDER 5 GAL. @ 30" O.C. 'D'&'F, LP—4

LAVANDULA 'GOODWIN CREEK’

Con et bl SODDED TURF

WATER SAVER FESCUE OR APPROVED EQUAL

<L EXISTING TURF TO BE RENOVATED AND OVERSEEDED AS FOLLOWS:
cuoomumem.m.l DEVHATCH; LEVEL AREA; OVERSEED; TOPDRESS

CONSTRUCTION LEGEND:

DESCRIPTION

SUPPLIER DETAIL

o DETAIL °F’
INSTALL 6"X6” CONCRETE MOWCURB SHEET LP—4
DETAILS ’H'&’’
INSTALL TRELLIS SHEET LP—4

EXISTING TREE TO BE REMOVED, DISPOSE OF OFFSITE IN A LEGAL MANNER

SHOISIS

EXISITING TREE TO REMAIN, PROTECT IN PLACE

e e o oo [ s e e e e o e e o e e o n s o St e o o e o o 5 o o o e o o o o o e o e e e o o e} o e St o o o o vt e P ot 7o e o s o o £

now wem wm mee s cem Kot W UIw S WON DD meW TR agw

MATCHLINE, SEE SHEET LP-2

* AS-BUWT n-09-0s il

IS

DIAL TOLL FREE
1-800-227-2600

AT LEAST TWO DAYS
BEFORE YOU DIG

UNDERGROUND SERVICE ALLii OF SOUTHERN CALIFORNIA

4649 Brockton Avenue
Riverside, CA 92501

(909) 369-0700
Fax: (909) 369-4039

www.comworksdg.com

PREPARED UNDER THE DIRECTION OF

CITY OF RIVERSIDE, CALIFORNIA

1=20'-0"

DATE: 3/6/03

MARK REVISIONS APPR. | DATE

peEsieNeD BY _ TIM prawn BY  KCK  checkep By TIM

" TRAFFIC DIVISION —| — | CiTY ENGINE/

/o3

DATE-

FROM FARMOUNT TO 60 FREEWAY

sieer /7 oF M

TIMOTHY I. MALONEY CITY OF RIVERSIDE 1 . MARKET STREET PROJECT NoO. 021064
orSTeRED LANDSCARE AmoHECT. mLa 2110 3900 MAIN STREET DEPARTMENT OF PUBLIC WORKS IMPROVEMENTS
ExPRaTION DATE  10/31/04  pare 3/6/03 RlVERSlDE, CA APPROVED BY & [ oAE | aprm ~ N R_3663_L
e D [ DSCAPE PLANS

Planting Plan

SHEET NO. LP-1

\oexed 8-05-04 ¢
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PLANTING LEGEND: o y 2

. . = e -

_—= Lok / i §.I

BOTANIC NAME COMMON NAME SIZE / SPACING DETAIL = e i I

= 1O
|

® : CERCIS CANADENSIS EASTERN REDBUD 36" BOX '‘N&'G', LP-4 |E

\ ‘ SAPIUM SEBIFERUM CHINESE TALLOW TREE 36" BOX 'N&'G', LP—4 O\ é‘

~ :
ﬁ WASHINGTONIA FILIFERA CALIFORNIA FAN PALM 15" B.T. 'B’, LP—4 O/
ALL TREES WITHIN 5’ OF HARDSCAPE TO RECEIVE ROOTBARRIER
SEE DETAIL 'C’, SHEET LP-4 i
SHRUBS / VINES §
@ PHORMIUM TENAX 'BRONZE BABY’ NEW ZEALAND FLAX S5 GAL. D', LP—4 . /(o\ :
@ PHORMIUM TENAX ’'VARIEGATUM’ NEW ZEALAND FLAX 5 GAL. 'D’, LP—4 :
® ROSA ROSE | 5 GAL D", LP—4 ’ :
A MACFADYENA TUNGUIS *CATI CAT'S CLAW VINE 1 GAL D', LP—4 ) / !
| N , f
%= i
—~—~—~=—>=—1 PELARGONIUM PELTATUM IVY GERANIUM 1 GAL. @ 18" O.C. 'F', LP—4 '\/‘ :
RN (-)/\ :
- ' i
HEMEROCALLIS HYBRIDS 'YELLOW' DAYLILY 5 GAL. @ 18" 0.C. D'&'F’, LP—4 i
|
i
2:7 '
W LAVANDULA 'GOODWIN CREEK’ GOODWIN CREEK LAVENDER 5 GAL. @ 30" O.C. 'D'&'F’, LP—4 A< :
- i
i
: X ) ® N . i
vt SODDED TURF WATER SAVER FESCUE OR APPROVED EQUAL \;\ :

. . “. Q\?\ ;
vvvvvvvv I
..ol EXISTING TURF TO BE RENOVATED AND OVERSEEDED AS FOLLOWS: A !
'''''''''''''''' DETH..TCH; LEVEL AREA; OVERSEED; TOPDRESS (?/ :

|
i
i
i
i
i
i
. | a
]
B
DESCRIPTION - SUPPLIER DETAIL N g
v - A ~ 5
(1)  INSTALL 6°X6" CONCRETE MOWCURB AL Loes oseien oy esusion wolly on 7s Suesr pesien- l
THE SI7r OF RIVERS/DE REDEVELOFPMENT! ) I
DETAILS 'H'&’I ' - . : I
(2)  INSTALL TRELLIS SHEET LP—4 o0 "oy oS RoAS, Strre 7 K/ VAV |
Lotz S5 S SR A, (e N |
@ EXISTING TREE TO BE REMOVED, DISPOSE OF OFFSITE IN A LEGAL MANNER ' ) 7T ’ GoNaLS & rare — oarE 4 I
‘ Pry O4-O353 REE h__;\;g./‘/za é_sé < N g
(4)  EXISITING TREE TO REMAIN, PROTECT IN PLACE ‘ YV / gk i
N A # AS-BUILT (\-09-05 LFH ’
PREPARED UNDER THE DIRECTION OF
4649 Brockton Avenue TIMOTHY . MALONEY C” | OF RIVERSIDE C|TY OF RlVERSIDE, CAL'FORNIA MARKET STHEET PROJECT No. 021064
iverside, CA 92501 - pr ]
AL TOLL FrEE Riverside, CA e DSoAE ARGTECT s 20 3900 MAIN STREET DEPARTMENT OF PUBLIC WORKS IMPROVEMENTS
1-800~227-2600 (309) 369-0700 EXPIRATION DATE 10/31/04 DATE 3— [6/03 RlVEHSIDE, CA \ APPROVED BY BY | DaTE Ap? D BY LANDSCAPE PLANS R—3663_L
Fax: (909) 369-4039 - PRINCIPAL ENGINEER df“/
AT LEAST TWO DAYS SCALE: . . . NORTH: BENCHMARK [N\ |FERPESZED, REVEWAY EnvTRancE 7 Afo4| e ¢ & /
BEFORE YOU DiG YA www.comworksdg.com T=20-0 @ - A REVISIGNS APPR. | DATE P?::FF?EPSEEE:T j_l 57/?//; oy eNeneer , 7 FROM FARMOUNT TO 60 FREEWAY sheer __ £ or__ 1
UNDERGROUND SERVICE ALERT OF SOUTHERN CALIFORNIA PLSIGH ‘Gnn“p DATE: 3/6/03 — pesioned By TIM  prawn BY KCK  checkep sy TIM DATE Z/b//,é Planting Plan SHEET NO. LP-2

oexen 8-DS-04 ¢k




\
\ NOTE: BEFERL 7O SHEET & FOR &
\ ENTEANCE DOL/VEHAY
: CEL OCATION. LETALL
\ s NO. P-3663
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W LAVANDULA 'GOODWIN CREEK’
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WATER SAVER FESCUE OR APPROVED EQUAL

-] EXISTING TURF TO BE RENOVATED AND OVERSEEDED AS FOLLOWS:
******** OETHATCH; LEVEL AREA; OVERSEED; TOPDRESS

CONSTRUCTION LEGEND:

DESCRIPTION

SUPPLIER

DETAL  #X

WORK LDEFLINEL LBy REVIS/ION AY. A ON THIS SHEET7T DOES/SA-~
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: PLANTING LEGEND: « N
{ BOTANIC NAME COMMON NAME SIZE / SPACING DETAL \ N
|  TREES N
i
i ‘
i CERCIS CANADENSIS EASTERN REDBUD 36" BOX 'N&'C, LP—4 N
I N
! SAPIUM SEBIFERUM CHINESE TALLOW TREE 36" BOX 'N&'G, LP—4 \
! %{ WASHINGTONIA FILIFERA CALIFORNIA FAN PALM 15" B.T. 'B’, LP—4 A%
!
;  ALL TREES WITHIN 5’ OF HARDSCAPE TO RECEIVE ROOTBARRIER
! SEE DETAIL ’C’, SHEET LP—4 \
; SHRUBS / VINES J
{ ) PHORMIUM TENAX 'BRONZE BABY’ NEW ZEALAND FLAX 5 GAL. D', LP—4
: M PHORMIUM TENAX ‘VARIEGATUM' NEW ZEALAND FLAX 5 GAL. 'D’, LP—4 S
L )
| ® ROSA ROSE 5 GAL 'D’, LP—4 \
i ;
! A MACFADYENA TUNGUIS ’CAT’ CAT'S CLAW VINE 1 GAL 'D’, LP—4 N
N
| GROUNDCOVERS
] \‘, “\. ““‘ A . ’
=== PELARGONIUM PELTATUM IVY GERANIUM 1 GAL. @ 18" O.C. F’, LP—4
|
I
I ' .
! HEMEROCALLIS HYBRIDS YELLOW’ DAYLILY 5 GAL. @ 18” O.C. 'D’&'F’, LP—4
l |
i
i N
! GOODWIN CREEK LAVENDER 5 GAL. @ 30” O.C. 'D'&'F’, LP—4
I
}
i
|
!
I
I
!

" DETAIL 'F’
INSTALL 6”X6” CONCRETE MOWCURB: =
@ SHEET LP—4 fggué’fff > F“:’Q'E/Vg/gggg%/\é ggygﬁoggaog S, nAITE Ao
DETAILS 'H'&’I"
(2)  INSTALL TRELLIS SHEET LP—4 %%fﬁ’g@?f%ﬁ;ﬂm 7 /@ / ; A/ /
b} '_ él/ s S
@ EXISTING TREE TO BE REMOVED, DISPOSE OF OFFSITE IN A LEGAL MANNER PHONE NO. (8O8) 4551330 ORI e AT o=
: P,y O4-AO353 Ro.&E NO. 273
EXE FI /a5
@ EXISITING TREE TO REMAIN, PROTECT IN PLACE
B | ¥ AS-BUWLT ||l-O9-05 LF W\
] PREPARED UNDER THE DIRECTION OF — ‘
4649 Srockton Avenue T ey | CITY OF RIVERSIDE CITY OF RIVERSIDE, CALIFORNIA MARKET STREET ol 1o, 021064
Riverside, CA 92501
AL TOLL FREE iverside TS nDSOAPE ArGHTECT. Fa 20 3900 MAIN STREET DEPARTMENT OF PUBLIC WORKS IMPROVEMENTS
oM 0nT (909) 369-0700 expiraTioN DAt 10/81/04 e 3/6/03 RIVERSIDE, CA APPROVED BY BY | DATE / — -—
1-800-227-2600 ' APPRQ, BY
Fax: (909) 369—4039 — — T N AT, PRINCIPAL_ENGINEER | _ / & / LANDSCAPE PLANS
AT LEAST TWO DAYS . " ' " . .55-Q Lo 4 )
BEFORE YOU DiG www.comworksdg.com 1'=20'-0 - , MARK| REVISIONS APPR. | DATE P?::FF?EPSET,SE:T. ‘/___ ?]___I?QF CITY ENGINEER 7 FROM FAIRMOUNT TO 60 FREEWAY sEeT _ 9 oF 1
UNDERGROUND SERVICE ALERT OF SOUTHERN CALIFORNIA DATE: 3/6/03 - pesioNeD BY _ TIM prawn BY  KCK  checkep By TIM  } DATE Z/ 1"/"/&3 Planting Plan SHEET No.  LP-3
- INDERED 8-05-04 L(’ﬂ




GENERAL PLANTING NOTES

CONTACT THE STREET TREE INSPECTOR AT 352—-6162 48 HOURS

PRIOR TO INSTALLING ANY PLANT MATERIAL

TREES PLANTED IN TURF AREAS SHALL BE MAINTAINED WITH A MIN.

12" RADIUS AROUND TREE FREE FROM TURF THROUGHOUT THE

MAINTENANCE PERIOD

WATERING BASINS MAY BE REMOVED AFTER THE MAINTENANCE PERIOD

FOR STAKING INFORMATION AS APPLICABLE, REFER TO STANDARD STAKING DETAIL
FOR GUYING INFORMATION AS APPLICABLE, REFER TO STANDARD GUYING DETAIL

FOR SPECIFICATION INFORMATION, REFER TO CITY OF RIVERSIDE PARK & RECREATION

DEPARTMENT STANDARD SPECIFICATIONS SECTION 02480/02401
PROVIDE FERTILIZER TABLETS AS FOLLOWS:

1 GALLON PLANT 2 TABLETS
5 GALLON PLANT S TABLETS
15 GALLON PLANT 5 TABLETS

" BOX PLANT LETS
24" BOX'P 8 TAB CONTAINER PLANT

SET ROOTBALL FROM 2"

MAX. TO 1/2" MIN.

GRADE
WATERING BASIN

FERTILIZER TABLETS
(PER SPECS)

SPACING

PER PLAN
TYP.

HIGHER THAN ADJACENT

FINISH GRADE

BACKFILL (PER SPECS)

DETAIL NOTES:

NOTE:

ALL BACKFILL TO BE WATER JETTED DURING
PLANTING

FOR MAXIMUM STABILITY.

1
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NO O RGN

PALM TREE PER PLANTING PLAN

3” MINIMUM DEEP MULCH PER PLANTING PLAN

EARTH WATERING BASIN (REMOVE AT END OF MAINTENANCE PERIOD)
ROOTBALL — SET ROOTBALL 24" BELOW FINISH GRADE

COMPACTED WASHED PLASTER SAND

COMPACTED BACKFILL PER PLANTING NOTES / SPECS
NATIVE SOIL
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TREE PER PLANTING PLAN

ROOTBALL

STAKE PER 'TREE PLANTING’ DETAIL

EARTH WATERING BASIN PER 'TREE PLANTING' DETAIL
FINISH GRADE

TREE PLANTING PIT PER 'TREE PLANTING’ DETAIL
3/4"—1" CRUSHED ROCK / GRAVEL

COMPACTED. BACKFILL MIX PER PLANTING SPECS / NOTES
PLANT TABLETS PER PLANTING SPECS / NOTES

2” MINIMUM DEEP MULCH PER PLANTING PLAN

SOOI NOOT AW

—_ s

CP—SEREIS ROOTBARRIER BY CENTURY PRODUCTS (714) 632—7083

\I AR
S A

@ &G

2x
ROOTBALL
DEPTH

ROOTBALL
DIAMETER

@O0@® ®

DETAIL NOTES:

1. SHRUB PER PLANTING PLAN

2. 2" MINIMUM DEEP MULCH PER PLANTING PLAN

3. PLANT TABLETS PER PLANTING SPECS / NOTES

4. FINISH GRADE

S. EARTH WATERING BASIN (RAKE SMOOTH PRIOR TO PLANTING

N

GROUNDCOVER)
ROOTBALL: SET CROWN SLIGHTLY ABOVE FINISH

GRADE

COMPACT BACKFILL MIX PER PLANTING SPECS / NOTES

NATIVE SOIL
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DETAIL NOTES: HiNinininininininininln Himinininininininininin ""‘____/
e o : 1. 2000 PS| NATURAL GREY CONCRETE WITH SMOOTH )
DIST. FROM HARDSCAPE: TROWEL _FINISH. 7
EQUAL TO O.C. SPACING . 8"
| UNLESS.OTHERWISE NOTED. #4 REBAR; LAP BARS 6” AT SPLICES AND TIE. VP
o ' FINISH GRADE IN TURF AREAS (1” BELOW TC) o
FINISH GRADE IN GROUNDCOVER AREAS (2” BELOW TC). gT;g
UNDISTURBED NATIVE TOPSOIL/SUBGRADE - ' - -
90% RELATIVE COMPACTED SUBGRADE 27 A
. 3 —F PLAN
INSTALL 1/2"” PREFORMED EXPANSION JOINTS @15'0.C. ‘ =0 SEC710N
AND AT BEGINNING OF RADIUS. S—
@‘ -6
—= ®—
_ — ﬂ PLAN
n -
3/4"6 CARRIAGE BOLT 8 2 INF .
3"X6" LATTICE PER DETALL 'I', \ = , N
— PREVALLING WIND THIS SHEET y 1 . A= i |
4"X12" BEAM PER DETAILL 'l sl "
THIS SHEET A
8"X8" POST PER DETAIL I N
THIS SHEET ,
8"X8” WOOD POST CAP PER ) " A— 2 (14)
DETAIL V', THIS SHEET !
4"X10” BEAM PER DETAIL 'I
THIS SHEET 5’
N
" 5'X5'STEEL POST
I ” »” » ” ”
. 1. 4"X12" WOOD BEAM. ATTACH TO 8"X8" POST WITH 3/4"¢
BOLTS PER DETAIL 'H’, THIS SHEET
TIRE STRIP TIE . 2. 5"°X5” 3/16 ASTM METAL POST WITH 12"X12" BASE PLATE
. ¥ 3. 3°X6” WOOD LATTICE. ATTACH TO 4”X12” BEAM
2" LODGEPOLE PINE STAKE ) WITH SIMPSON STRONG TIE #STC
Y 4. 4"X10" WOOD BEAM. ATTACH TO 8"X8” POST WITH 3/4”s
- BOLTS PER DETAIL 'H’, THIS SHEET
5. CONCRETE FOOTING
ARD SUCH % ARBOR— 6. COMPACTED SUBGRADE PER SOILS REPORT
B T o o007 CORD, ) 7. CONCRETE SIDEWALK PER ENGINEER'S PLAN
i 5 8. FINISH GRADE IN PLANTER AREAS I
) ) o~ 9. 3/4”x12”x12" BASE PLATE
3" X 24" LONG PERF. PIPE. SET FLUSH N f 10. (4) 3/4"¢X18" ALLEN BOLT. EMBED 15"
TO GRADE AND FILL W/ PEA GRAVEL. 1 11. 1" DRYPACK
Szae = 12. (5) #5 HORZ. REBAR BOTH WAYS TOP & BOTTOM
=l FaC——. © ‘ s AR 13. 8"X8" WOOD POST PER DETAIL ’H’, THIS SHEET
== SEn S DT BTN SO LSS 14. 1-1/2" WOOD VENEER
3 “—.M“—:,I_U s e e Ll STRNRORE DS PORARIEROR 3 15. TWO (2) 1/4"¢ EXPANSION BOLTS @ 24” 0.C. COUNTERSINK
‘:,I_I_IZI AR O AN SRR DN SRS IN WOOD VENEER
— i e g g T . ORI IERTS SR 16. STEEL CAP WITH NUT
S = ;OgE%LiLArﬁ\?éR&FBLANTING DETAIL HETES T i 17. WOOD CAP. ATTACH TO NUT IN STEEL CAP WITH 1/2"¢ THREADED BOLT
~ ) MATCH STEEL/WOOD POST SIZE
NOTE: STAKES SHALL NOT PIERCE :
ROOTBALL & SHALL EXTEND , 5 s . 6 NOTES:
INTO UNDISTURBED SOIL 7 Q ——— ALL WOOD TO BE CONSTRUCTION GRADE DOUGLASS FIR X AS-BUIWT 11-09-05
UNDISTURBED SOIL SECTION WOOD AND FASTENERS TO RECEIVE 2 COATS OLYMPIC
S SEMI-TRANPERANT STAIN #916 OR APPROVED EQUAL LF\\
A n . : " g . . - . | -
. o _ n_4 | n_4
Tree Staking - City Std 1002 Trellis Ends + Attachment |s/4-1] | | Trellis 3/8
. g j
PREPARED UNDER THE DIRECTION OF ]
N3
DI 4649 Brockton Avenue TMOTHY L MALONEY CITY OF RIVERSIDE CITY OF RIVERSIDE, CALIFORNIA MARKET STREE PROJECT NO. 021064
. Riversids, CA 92501 MOTHY L — 3900 MAIN STREET DEPARTMENT OF PUBLIC WORKS IMPROVEMENTS
DIAL TOLL FREE REGISTERED LANDSCAPE ARCHITECT, RLA F
1‘800—227"2600 (QQQ) 369-0700 EXPIRATION DATE 10/31/04 DATE 3;6;03 RIVERSID_—, CA APPROVED BY BY DATE APPRQO R 3663 L
Fax: (909) 369-4039 INETEE - —— ey _PRINCIPAL_ENGINEER & / LANDSCAPE PLANS
g ) SCALE: NORTH: BENCHMARK VISED TRELLIS SECTIoN DIMERSIO \VUq\0 PARK DEPARTMENT 7
YS \ ot
A BEFORE YU DIa www.comworksdg.com N.TS. _ MARK REVISIONS APPR. | DATE_|™TraFFic DIVISION @_—_— ez JA— FROM FAIRMOUNT TO GOFHEE' WAY SHEET
UNDERGROUND SERVE ALERT OF SOUTHERN CALIFORNIA DATE: 3/6/03 - pesiGNeD BY _ TIM  prawn By _ KCK  creckep sy_ TIM DATE 3A//"’> Planting Details SHEET NO. LP-4
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SOD NOTE: FERTILIZER PROGRAM:

GENERAL NOTES FOR STREET TREE PLAN CHECK THREE (3) FERTILIZER APPLICATIONS ARE TO BE APPLIED TO ALL PLANTING AREAS AT THIRTY

(30) DAY INTERVALS USING THE FOLLOWING FORMULA:

TURF GRASS SHALL BE PLANTED BY SOD LAYING AS INDICATED ON THE PLANTING PLAN.

A. ALL RELATED WORK SHALL CONFORM TO THE CITY OF RIVERSIDE PARK AND RECREATION DEPARTMENT STANDARDS AND THE CITY OF RIVERSIDE STREET TREE TURF SOD SHALL BE 'GALWAY’, 'MARATHON III’, OR APPROVED EQUAL.

POLICIES.

5 LBS. 16—16—16 COMMERCIAL FERTILIZER PER 1000 SQ. FT.

SODDING: IRRIGATE AREAS TO BE SODDED PRIOR TO INSTALLATION.

UNIFORMLY PRESENT TO A DEPTH OF 2°. SOD SHALL BE STORED WITHIN A SHADED AREA
PRIOR TO INSTALLATION. SOD SHALL CONFORM TO ALL LAWN SHAPES AS DESIGNATED. ON
THE PLANTING PLANS AND SHALL BE INSTALLED IN SUCH A MANNER AS TO VISUALLY
ELIMINATE ALL JOINTS AND EDGES OF SOD STRIPS. FOLLOWING INSTALLATION, IRRIGATE TURF
AREAS THOROUGHLY TO PROVIDE GOOD MOISTURE PENETRATION. ROLL ALL SOD WITHIN TWO
(2) DAYS FOLLOWING INSTALLATION. SOD SHALL BE UNIFORMLY SMOOTH IN APPEARANCE
AND SHALL BE FLUSH WITH THE FINISH GRADE OF ALL WALKS, CURBS, ETC.

MOISTURE SHALL BE
B. WHEN CALLING FOR INSPECTIONS, CONTACT THE STREET TREE INSPECTOR A MINIMUM OF 48 HOURS IN ADVANCE AT (909) 351-6126. A FIELD NOTICE WILL
BE ISSUED AS WRITTEN APPROVAL FOR EACH STAGE OF INSPECTION. A VERBAL APPROVAL WILL NOT BE ACCEPTED. INSPECTIONS ARE REQUIRED:

1) AFTER COMPLETION OF FINAL GRADING OF THE LOTS AND WHEN ALL UTILITY SERVICES AND SEWER LATERALS HAVE BEEN MARKED, BUT PRIOR TO DIGGING
PLANT PITS. ALL FINAL STREET LOCATIONS ARE TO BE SPOTTED IN THE FIELD BY THE STREET TREE INSPECTOR.

2) WHILE DIGGING PLANT PITS AND PLANTING AND/OR RELOCATING TREES.
3) AFTER PLANTING AND ALL OTHER INDICATED OR SPECIFIED WORK HAS-BEEN COMPLETED FOR START OF MAINTENANCE.
4) AT THE END OF THE MAINTENANCE PERIOD, THE CONTRACTOR AND/OR DEVELOPER SHALL CALL THE STREET TREE INSPECTOR AT (908) 351 — 6126 FOR A

FINAL ACCEPTANCE INSPECTION, IN ORDER TO BE RELEASED FROM MAINTENANCE. DEVELOPER'S BONDS WILL NOT BE RELEASED UNTIL AFTER RECEIPT OF WRITTEN
NOTIFICATION FROM THE CITY THAT THE TREES PASS FINAL INSPECTION AND THE PARK AND RECREATION DEPARTMENT IS ASSUMING MAINTENANCE RESPONSIBILITIES

AFTER ALL SITE GRADING HAS BEEN COMPLETED, THE CONTRACTOR SHALL OBTAIN, AT HIS
EXPENSE, AN AGRONOMIC SOILS TEST. THE TEST SHALL BE PERFORMED BY AN APPROVED
SOIL LAB AND SHALL INCLUDE ALL OF THE ABOVE INFORMATION. THE RECOMMENDATIONS OF
THIS REPORT SHALL TAKE PRECEDENT OVER THE ABOVE QUANTITIES ONLY WHEN THEY
EXCEED THE SPECIFIED MINIMUMS.

SOIL _PREPARATION / BACKFILL NOTE:

C. ALL STREET TREES ARE TO BE PLANTED PRIOR TO OCCUPANCY.
TO ALL NEW PLANTING AREAS (SHRUB AND GROUND COVER), ROTOTILL THE FOLLOWING
AMENDMENTS:

D. THE DEVELOPER SHALL BE RESPONSIBLE TO ACCEPTABLY MAINTAIN ALL PLANTINGS FOR A MINIMUM OF ONE (1) YEAR.

E. STREET TREE PLANTINGS SHALL BE AS FOLLOWS:
STREET NAME: MARKET STREET

BOTANICAL/COMMON NAME: SAPIUM SEBIFERUM/CHINESE TALLOW TREE
MINIMUM SIZE: 36" BOX

APPROXIMATE SPACING: 40" O.C.

NUMBER REQUIRED: 40

"NITROMULCH’ SOIL AMENDMENT — 3 CU. YDS. PER 1000 SQ. FT.
16—-16—16 COMMERCIAL FERTILIZER -~ 12 LBS. PER 1000 SQ. FT.

BACKFILL MIX FOR TREES, SHRUBS, AND VINES SHALL BE AS FOLLOWS:

6 PARTS BY VOLUME ON-SITE SOIL

4 PARTS BY VOLUME ORGANIC AMENDMENT AS ABOVE

1 LB. 16—-16—-16 COMMERCIAL FERTILIZER PER CU. YD. OF MIX
2 LBS. IRON SULFATE PER CU. YD. OF MIX

G. ALL STREET TREES MUST BE AUTOMATICALLY IRRIGATED.

H. IN THE INTEREST OF PUBLIC SAFETY AND MAINTENANCE, THE STREET TREE INSPECTOR SHALL HAVE THE AUTHORITY TO REVISE STREET TREE QUANTITIES AND

S PROVAL PLANS BASED UPON FIELD CONDITIONS FOUND AT THE TIME OF INSTALLATION OF THE TREES. , , , ,
HOCATIONS SHOWN ON AP ’ NITROMULCH’ SOIL AMENDMENT AVAILABLE FROM 'KELLOG SUPPLY, INC.” (800) 232-2322 q

| Street Tree Note B | Sodded Turti ‘wa IC] Soil Prep

|RR|CAT|0N NOTES: PLANTING NOTES: PLANTING NOTES CONT.

Fertilizer

1. GENERAL — ALL WORK SHALL BE IN ACCORDANCE WITH APPLICABLE CODES AND THESE 18. ALL PRESSURE SUPPLY LINES AND CONTROL WIRES TO HAVE 18"-24" MINIMUM COVER
PLANS. THE CONTRACTOR SHALL APPLY FOR ALL PERMITS AND PAY FOR SAME. (PER DETAIL). LATERAL LINES TO HAVE 12” MINIMUM COVER. 1. GENERAL — ALL WORK SHALL BE DONE IN ACCORDANCE WITH APPLICABLE CITY AND 10.  FOR BACKFILL AROUND TREES AND SHRUBS, USE THE FORMULA AS INDICATED IN
COUNTY CODES AND THESE PLANS. THE SOIL PREP / BACKFILL NOTE. MIXING SHALL BE DONE AT ONE LOCATION.
A. THE CONTRACTOR SHALL VERIFY ALL CONDITIONS AND DIMENSIONS SHOWN ON THE 19. THE RADIUS OF EACH HEAD IS TO BE ADJUSTED TO THAT HEAD—TO—HEAD COVERAGE IS A. THE CONTRACTOR SHALL CAREFULLY INSPECT THE SITE AND VERIFY ALL CONDITIONS /

PLANS AT THE SITE PRIOR 7O COMMENCEMENT OF ANY WORK UNDER THIS CONTRACT.

MAINTAINED, BUT OVERSPRAY ON BUILDINGS, WALKS, AND WALLS, ETC. IS MINIMIZED. AND DIMENSIONS SHOWN ON THE PLANS PRIOR TO COMMENCEMENT OF ANY WORK 11.

WEED ABATEMENT — TO ALL PLANTING AREAS, AFTER EARTHWORK, INSTALLATION OF
UNDER THIS CONTRACT.

B. THE CONTRACTOR SHALL CARRY ALL WORKERS COMPENSATION, PUBLIC LIABILITY IRRIGATION SYSTEM AND SOIL PREPARATION, THE FOLLOWING WEED ABATEMENT

20. UPON COMPLETION OF THE PROJECT, THE CONTRACTOR IS TO TURN OVER TO THE B. THE CONTRACTOR SHALL CARRY ALL WORKER'S COMPENSATION, PUBLIC LIABILITY, AND WORK SHALL BE DONE:
. AND PROPERTY DAMAGE INSURANCE, AS REQUIRED BY THE CITY / OWNER. OWNER THE FOLLOWING: o PROPERTY DAMAGE INSURANGE AS REQUIRED BY OWRER. A. KEEP AREAS MOIST BY REGULAR IRRIGATIONS FOR A PERIOD OF TWO WEEKS
. - S APPLY FOR ALL PERMITS AND PAY FOR SAME. (MINIMUM) TO GERMINATE EXISTING WEED SEEDS.
2. gsngEMgFS}_mEKINELBggﬁaEogﬂgﬁ‘l’gaﬁespﬁ\?sﬁf&l\%ﬁ f\ggspégﬁng"‘og”&'ﬁﬂ%naﬁl: A. A REPRODUCIBLE SET OF "AS—BUILT” DRAWINGS AND CONTROLLER CHART. D. ALL IRRIGATION WORK SHALL HAVE BEEN INSPECTED AND APPROVED BY THE B. KILL WEEDS WITH CONTACT WEED KILLER PER LICENSED HERBICIDE AGENCY
OINE OF CONNECTION. LATERAL LINES. RISERS. AND FITTINGS: AND THE FURNISHING AND B. 2 KEYS FOR EACH CONTROLLER AND CONTROLLER ENCLOSURE (AS APPLICABLE). LANDSCAPE ARCHITECT PRIOR TO BEGINNING ANY GROUND COVER PLANTING WORK. SPECIFICATIONS. AFTER COMPLETE WEED KILL, REMOVE WEED RESIDUE AND TOP
NSTALLATION. OF SPRINKIER HEADS. GONYROLLERS. ELECTRIC CONTROL VALVES. C. 2 QUICK COUPLER KEYS AND MATCHING HOSE SWIVELS. E. THE OWNER'S SUPERINTENDENT AND THE LANDSCAPE ARCHITECT WILL INSPECT THE GROWTH.
EXCAVATION AND BAGKFILL. AND ALL OTHER WORK.IN ACCORDANCE WITH/THESE PLANS, D. 4 OF EACH SPRINKLER HEAD SPECIFIED. PLANTING WORK PRIOR TO STARTING WORK. THE CONTRACTOR SHALL CONTACT THE
DETALLS. AND NOTES. THE CONTRACTOR SHALL FURNISH ALL LABOR. MATERIAL, LANDSCAPE ARCHITECT AND COORDINATE ALL INSPECTIONS. 12.  PRE—EMERGENT PROGRAM — PRIOR TO INSTALLATION OF GROUND COVER,
CGUIPMENT PROPERY, TRANSPORTATION. AND PERFORM ALL OPERATIONS REQUIRED FOR 21. AS—BUILT DRAWINGS — THE CONTRACTOR SHALL PROVIDE AND KEEP UP TO DATE A F. THE QUALITY OF WORKMANSHIP AND MATERIALS SHALL BE OF THE HIGHEST CONTRACTOR SHALL INSTALL A PRE HERBICIDE, EPTAM OR EQUAL, TO ALL
A COMPLETE AND OPERABLE IRRIGATION SYSTEM AS INDICATED ON, OF REASONABLY COMPLETE "AS—BUILT” RECORD SET OF PRINTS WHICH SHALL BE CORRECTED DAILY STANDARDS. COOPERATION AND FLEXIBILITY IS EXPECTED OF THE CONTRACTOR PROPOSED GROUND COVER AREAS PER MANUFACTURER'S RECOMMENDATIONS.
MPLIED, BY THE DRAWINGS, DETALS, AND NOTES.  INCLUDED AS A PART OF THE AND SHOW EVERY CHANGE FROM THE ORIGINAL DRAWINGS. PRIOR TO FINAL TOWARD WORKING WITH THE OWNER/LANDSCAPE ARCHITECT IN PRODUCING THE BEST
IRRIGATION WORK. BUT NOT LIMITED BY IT, ARE THE FOLLOWING: INSPECTION, THE CONTRACTOR SHALL TRANSCRIBE ALL INFORMATION FROM THE POSSIBLE PRODUCT. 13. MAINTENANCE — THE CONTRACTOR SHALL MAINTAIN ALL PLANTED AREAS
' . "AS—BUILT" SET TO A REPRODUCIBLE OZALID SEPIA, PROCURED FROM THE OWNER. * S uPON c%%népléﬁréor&__oszfgc PHASE OF woBRr|<SHTHgEggIr\éTRmo%TSEQuE JHOROUGHLY THROUGHOUT THE CONTRACT PERIOD. MAINTENANCE SHALL CONSIST OF PROPER
ALL WORK SHALL BE NEAT AND LEGIBLE, LOCATING THE FOLLOWING ITEMS FROM RUBB ANEOUS WATERING, FERTILIZATION, WEEDING, AND GENERAL CLEAN—UP. PLANTS SHALL BE —~
A g\g(l\tls', CNooh'}Félé,EriNgPEEQE&ESI.NDEPENDENT IRRIGATION. SYSTEMS PER THE PLANS, PERMANENT POINTS OF REFERENCE: SHUT—OFF VALVES, MAINLINE AND CONTROL WIRE MATERIAL. KEPT IN A HEALTHY GROWING CONDITION.
D OER PRI AT CUNDENCROUND rops VALVES, CONTROLLER, QUICK: COUPLERS, 2. SCOPE OF WORK — CONTRACTOR SHALL FURNISH ALL MATERIAL, LABOR 14.  PLANT ESTABLISHMENT PERIOD — THE PLANT ESTABLISHMENT PERIOD SHALL
_ TRACTOR AS TO MATERIAL AND OTHER PERTINENT UNDERGROUND ITEMS. : - , : . -
> AND '@%‘Sﬁﬂi&’sﬁgf’mgﬁ'@éhg SETTUNG. OF BACKFILLED TRENGHES BELOW %AI\R’EDQ, TRANSPORTATION, EQUIPMENT AND PROPERTY TO COMPLETE THE LANDSCAPING OF THE COMMENCE UPON THE OWNER'S AND THE LANDSCAPE ARCHITECTS WRITTEN
FOR A PERIOD OF ONE (1) YEAR FOLLOWING THE DATE OF FINAL ACCEPTANCE OF 22. CONTROLLER CHART — UPON APPROVAL OF THE FINAL "AS—BUILT” DRAWINGS, PROVIDE PLANTING AREAS AS INDICATED ON, OR REASONABLY IMPLIED BY THE DRAWINGS AND APPROVAL OF ALL PHASES OF PLANTING INSTALLATION AND SHALL BE FOR NINETY
THE WORK. ONE CHART FOR EACH CONTROLLER INSTALLED AS FOLLOWS: . OR NOTES. (90) CONTINUOUS CALENDAR DAYS. PLANT ESTABLISHMENT WORK SHALL INCLUDE
. INCLUDED AS A PART OF THE WORK, BUT NOT NECESSARILY LIMITED BY IT ARE THE
; " FOLLOWING ITEMS: FINE GRADING OF ALL PLANTING AREAS; PREPARATION OF ALL THREE (3) FERTILIZER APPLICATIONS TO ALL PLANTED AREAS DURING THIRTY (30)
3. THE LANDSCAPE ARCHITECT SHALL DECIDE ALL QUESTIONS RELATING TO THE A. THE CHART IS TO BE A REDUCED COPY OF THE APPROVED "AS—BUILT” SYSTEM (A PLANTING AND. TREE HOLES: FURNISHING AND INSTALLATION OF ALl PLANT MATERIALS: DAY INTERVALS DURING THE PLANT ESTABLISHMENT PERIOD (REFER TO FERTILIZER
INTERPRETATION OF THE DRAWINGS AND THE ACCEPTABLE FULFILLMENT OF THE CONTRACT. BLACK—LINE PRINT-REDUCED TO THE MAXIMUM SIZE THE CONTROLLER DOOR WILL ; \ ~ ' PROGRAM NOTE FOR TYPE AND APPLICATION RATES).
PROVIDING MAINTENANCE THROUGHOUT THE PROJECT PERIOD; PROVIDING PLANT
ALLOW, COLORED WITH A DIFFERENT COLOR FOR EACH VALVE STATION). ESTABLISHMENT WORK THROUGHOUT THE SPECIFIED PERIOD; CLEAN—UP AND WEEDING
4. PIPING SHOWN ON THE PLANS IS ESSENTIALLY DIAGRAMMATIC. CONTRACTOR SHALL ROUTE OF ALL | ANDSCAPE AREAS: GUARANTEE OF ALL PLANT MATERIAL AND WORKMANSHIP 15.  PLANT ESTABLISHMENT PROCEDURES — THE GENERAL CARE AND MAINTENANCE OF
PIPING TO AVOID CONFLICT WITH STATIONARY ELEMENTS AND IN SUCH A MANNER AS TO B. WHEN COMPLETED AND APPROVED, THE CHART SHALL BE HERMETICALLY SEALED FOR A PERIOD OF ONE (1) YEAR ALL AREAS SHALL CONSIST OF PROPER WATERING, FERTILIZATION, WEEDING,
CONFORM WITH THE VARIOUS DETAILS AND DESIGN INTENT OF THESE PLANS. BETWEEN TWO (2) PIECES OF 20 MIL CLEAR PLASTIC AND MOUNTED ON THE INSIDE : CLEAN—UP, AND AS FOLLOWS:
OF THE CONTROLLER DOOR USING VELCRO TAPE OR EQUAL. " A. CULTIVATE AND WEED AT NOT LESS THAN TEN (10) WORKING DAY INTERVALS.
3. THE CONTRACTOR SHALL REMOVE ALL WEEDS, ROCKS OVER 2" DIAMETER, DEBRIS AND -
> AND %gngRéngEL “DAMAGED OR QT%ELSENPTD?\%%TA?ISngogs'((PEFSgg UNTIL THE WORK 15 ’ OTHER EXTRANEOUS MATERIAL FROM THE JOB SITE IN A LEGAL MANNER PRIOR TO B. THREE (3) FERTILIZER APPLICATIONS PER NOTE ABOVE WITH FERTILIZER AT THE
ACCEPTED IN WRITING BY THE OWNER / CITY _ PROCEEDING WITH ANY WORK UNDER THIS CONTRACT. RATE AND FORMULA AS INDICATED IN THE SOIL PREP/BACKFILL NOTE.
| - SOTMETn AL, SAiY B il sl W e 1o, oo
6. YCAVATING AND WORKING NEAR EXISTING 4. THE OWNER SHALL PROVIDE ROUGH GRADE TO WITHIN 1/10th OF 1 FOOT OF FINISH ; : RAY ARCS AS NECESSARY.
GTILIES. _GONTRACTOR SHALL VERIY THE. LOCATION AND CONDITION OF ALL UTILITIES GRADE, INCLUDING ANY MINOR ADJUSTMENTS TO EARTH BERM AND SLOPE SHAPES. D REAS ANy o S L O A DL | WETERING OF ALL PLANTED
AND BE RESPONSIBLE FOR ANY DAMAGE. PROVIDE FINISH GRADE IN“PLANTING AREAS TO 1% MINIMUM FLOW. FINISH GRADES AN/ CONCENTRATED DEVELOPMENT OF WEED GROWTH THAT MAY APgEEg mOISTURE-
SHALL BE 2" BELOW ADJACENT WALKS, CURBS, DRIVEWAYS, ETC. IN GROUND COVER PLANTING AREAS DURING PLANT ESTABLISHMENT PERIOD SHALL BE REMOVED AT
7. THE CONTRACTOR SHALL KEEP THE PREMISES CLEAN AND FREE OF EXCESS EQUIPMENT, AREAS AND 17 BELOW IN TURF. SEVEN (7)°DAY INTERVALS. THE CONTRACTOR MAY ELECT TO REMOV
MATERIALS, AND RUBBISH INCIDENTAL TO HIS WORK. : E SUCH
' 5. - ALL TREES AND SHRUBS SHALL BE PLANTED PER THESE NOTES AND AS DETAILED. CORCENTRATIONS OF WEEDS MANUALLY OR BY AN APPROVED HERBICIDE PROGRAM.
8. IRRIGATION DESIGN IS BASED ON  PS| AVAILABLE WATER PRESSURE AT GPM. | ALL PLANT MATERIAL SHALL BE OF THE HIGHEST QUALITY AND LARGEST REASONABLE & RnovE o SORSE OF THE MAINTENANCE._WORK, THE CONTRACTOR SHALL
CONTRACTOR SHALL VERIFY PRESSB®RE PRIOR TO CONSTRUCTION; SHOULD ADISCREPANCY SIZE AVAILABLE FOR THE SPECIFIED CONTAINER SIZE (WITHOUT BEING ROOT BOUND). PREMISES IN A NEAT AND GLEAN CONDITION AT ALL. TMES.
EXIST, NOTIFY THE LANDSCAPE ARCHITECT PRIOR TO START OF WORK. SHRUB MATERIALS SHALL BE VIGOROUSLY GROWING, HEALTHY PLANT MATERIAL, FULL F. DURING THE PLANT ESTABLISHMENT PERIOD, THE CONTRACTOR SHALL BE
AND BUSHY; OF HINES WHOLESALE NURSERY / MONROVIA NURSERY COMPANY QUALITY RESPONSIBLE FOR MAINTAINING ADEQUATE PROTECTION FOR ALL PLANTING AREAS
9. CONTRACTOR SHALL MAKE POINT(S) OF CONNECTION AS NOTED ON THE PLANS. OR EQUAL. THE LANDSCAPE ARCHITECT WILL APPROVE ALL PLANT MATERIAL WHEN ANY DAMAGED AREAS SHALL BE REPARED AT THE GONTRACTOR'S EXPENSE. .
SPOTTED FOR PLANTING, AND WILL NOT HESITATE TO REJECT ANY MATERIAL OF '
10. IRRIGATION CONTRACTOR SHALL BE RESPONSIBLE FOR CONNECTING 120 VOLT SERVICE TO QUESTIONABLE QUALITY, OR OF LESS THAN THE LARGEST REASONABLE SIZE MATERIAL
THE CONTROLLER; ELECTRICAL POWER WILL BE PROVIDED BY OWNER AT THE CONTROLLER AVAILABLE. ALL SPECIMEN MATERIAL TAGGED BY THE LANDSCAPE ARCHITECT FOR THIS
LOCATION SHOWN ON THE PLANS. PROJECT WILL BE AVAILABLE AT VALLEY CREST NURSERY, SEA TREE NURSERY, OR
: OTHER SOURCE EQUAL IN QUALITY. CONTRACTOR SHALL PURCHASE TAGGED MATERIAL,
11. ALL WIRES SHALL BE SOLID COPPER, PLASTIC INSULATED, U.F. DIRECT BURIAL WIRE. ALL ~ ARRANGE DELIVERY, PAY FOR SAME, AND INSTALL PER PLAN.
COMMON WIRE SHALL BE AWG #12 WHITE; ALL CONTROL WIRE SHALL BE AWG #14 RED
OR BLACK. CONTROLLERS SHALL HAVE SEPARATE COLOR CODED COMMON WIRES WHEN 6.  THE LANDSCAPE ARCHITECT SHALL APPROVE THE LOCATION OF ALL OF THE ONE
TWO OR MORE CONTROLLERS ARE ON PROJECT. GALLON, FIVE GALLON, AND FIFTEEN GALLON PLANT MATERIAL AS APPROXIMATELY
SPOTTED IN THE FIELD BY THE CONTRACTOR. ALL BOXED MATERIAL SHALL BE
12. ALL CONTROL WIRES AND IRRIGATION PIPE LINES THAT RUN UNDER PAVING SHALL BE STAKED FOR LOCATION APPROVAL PRIOR TO PLANT PIT EXCAVATION. PRIOR TO
ENCASED IN SCH 40 PVC PIPE SLEEVES. SLEEVES SHALL BE SIZED ACCORDING TO THE PLANTING, THE OWNER'S REPRESENTATIVE WILL SELECT THE BEST SIDE AND FACE ALL
CHART ON THE PLANS. SPECIMEN TREES.
13. FINAL LOCATION OF CONTROL VALVES SHALL BE APPROVED IN THE FIELD BY THE 7. TREE TIES SHALL BE TIRE-STRIP TIES. INSTALL PER DETAIL. USE WOOD SCREWS
LANDSCAPE ARCHITECT OR THE OWNER'S AUTHORIZED REPRESENTATIVE. ONLY FOR WOOD STAKES.
14. CONTRACTOR SHALL HEAT BRAND VALVE NUMBERS ON INSIDE AND OUTSIDE OF ALL 8.  ALL GROUND COVER AS NOTED IN THE LEGEND SHALL BE ROOTED TIP CUTTINGS
PLASTIC VALVE BOX LIDS. PAINT VALVE NUMBERS ON INSIDE AND OUTSIDE OF CAST IRON FROM FLATS OR LINERS UNLESS OTHERWISE SPECIFIED, AND SHALL BE PLANTED IN
VALVE BOX LIDS. VALVE TAGS SHALL BE PROVIDED IN EACH BOX. STAGGERED ROWS CONTINUOUSLY UNDER ALL TREES AND SHRUBS IN THE AREAS AS
| ' DESIGNATED ON THE PLANS AND AT THE SPACING INDICATED IN THE LEGEND. ALL
15. ALL BRASS OR GALVANIZED CONNECTIONS SHALL BE COATED WITH TEFLON TAPE OR GROUND COVER AND SHRUB AREAS SHALL HAVE A MINIMUM DEPTH OF 2" SHREDDED
LED-LUBE JOINT COMPOUND (OF APPROVED EQUAL). ALL PVC THREADED CONNECTIONS WALK ON BARK MULCH, 1” IN DIAMETER.
SHALL BE COATED WITH TEFLON TAPE.
9.  TO ALL PLANTING AREAS AND PRIOR TO IRRIGATION SYSTEM INSTALLATION, CROSS RIP
16. ALL PVC SOLVENT-WELD CONNECTIONS SHALL BE MADE WITH SOLVENT—WELD MATERIALS OR OTHERWISE TILL 12" DEEP. AFTER CROSS RIPPING, ROTO—TILL SOIL PREP
AS RECOMMENDED BY THE PIPE MANUFACTURER. SOLVENT—WELD PRIMER SHALL BE AMENDMENTS 6" DEEP (SEE SOL PREP / BACKFILL NOTE).
APPLIED AT ALL CONNECTIONS.
17. LOW HEAD DRAINAGE WILL NOT BE ALLOWED. CONTRACTOR TO DETERMINE IN THE FIELD

WHICH HEADS DRAIN AFTER VALVE IS SHUT OFF. CONTRACTOR SHALL PROVIDE AND
INSTALL ADDITIONAL IN—LINE CHECK VALVES AS NEEDED AT NO ADDITIONAL COST TO THE
OWNER.
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