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o~ REMOVABLE POLE CAP |
| POLE MOUNTED LIGHT FIXTURE — REFER TO DETAILS FOR QUANTITY OF LAMPS.
1. VERIFY EXISTING SITE CONDITIONS, SERVICE REQUIREMENTS (ELECTRICAL,& TELEPHONE) -
AND EXACT LOCATIONS OF SERVICE =©  DUPLEX RECEPTACLE, WALL MOUNTED ¢ + 15" AF.F. OR AS NOTED.
FACILITIES BEFORE SUBMITTING BID. SUBMITTAL OF BID INDICATES CONTRACTOR IS _ .,
COGNIZANT OF ALL JOB SITE CONDITIONS, ACTUAL PHYSICAL LOCATIONS, AND WORK TO =)  QUADPLEX RECEPTACLE, WALL MOUNTED G + 15" AFF. OR AS NOTED.
BE PERFORMED.
> CONTRACTOR SHALL PROVIDE AL © MATERILS. INSURANCE. EQUIPMENT () JUNCTION BOX, ACCESSIBLE AND MOUNTED FOR THE APPLICATION DENOTED ON PLANS.
. N ] ALL Vi LABOR, IALS, IN NCE, » ;
L 9@?‘&@?@&&%@?@2@%{&%%hﬁfg&%gﬁgog? S%% FOR A COMPLETE AND —@ JUNCTION BOX, WALL MOUNTED. FIELD VERIFY MOUNTING HEIGHT PRIOR TO ROUGH-—IN.
L!HT " CHEDULE 3 CONSTRUCTION TERMINOLOGY. AND THE STANDARDS AND ACCEPTABLE METHODS OF —@E— FLUSH MOUNTED ELECTRICAL PANELBOARD OR LOAD CENTER. REFER TO PANEL SCHEDULE.
widhonidliadhd atiinsidicmaiationte SET SCREW INSTALLATION REQUIRED BY THESE CONTRACT DOCUMENTS ARE BASED ON PUBLISHED @ SURFACE MOUNTED ELECTRICAL PANELBOARD OR LOAD CENTER. REFER TO PANEL SCHEDULE.
' , REAS o Noe, DU BECRCL CONEIOR escoy, it
REFER TO DMSION 1, GENERAL REQUIREMENTS, RE PRODUCT AND SUBSTITUTION. mﬁﬁ' THREE OR MORE NATIONAL ELECTRICAL MANUFACTURERS ASSOCIATION, UNDERWRITERS LABORATORIES, ‘ ///'2 DISTRIBUTION SWITCHBOARD REFER TO SINGLE LINE DIAGRAM.
MANUFACTURERS ARE LISTED IN THE FOLLOWING L@%m mmmg gc%m suasmm{@w WiLL. NOT BE ceusmm D, AND THE CALIFORNIA ELECTRICAL CODE. SUBMITTAL OF BID INDICATES THE CONTRACTOR T ] TRANSFORMER, REFER TO SINGLE LINE DIAGRAM
WHERE PRODUCTS ARE LISTED BY NAMING ONE OR WORE MANUFACTURERS, WITHOUT ‘OR EQUAL' PROVISION FOR IS COGNIZANT OF THESE STANDARDS AND THE REQUIREMENTS NECESSARY TO PERFORM [ ' ' | M.
FRoW THE DATE OF THE NOTICE 7O PROGEED WILL ONLY BE. c;és:ua?nai? CORDANGE WITH DMISION 1 OF THESE CONTRACT ALL THE WORK AS SET FORTH IN THESE CONTRACT DOCUMENTS. [F} FUSED DISCONNECT SWITCH — HP RATED WITH FUSES PER EQUIPMENT MANUFACTURER
- " GECTHON COTACIIN SHALL SEUS TSR UV ST U A
CHARGES AND PA AME.. RDINATE AND PAY FOR ALL TEM : ICAL ' TION, SIZE AS INDICATED OR AS REQUIRED.
: f SERVICE CHARGES WITH THE SERVING UTILITY, AND OWNER. COORDINATE TEMPORARY —jin  GROUND CONNECTION, SiZ Q
DESCRIPTION AMPE | VOLTS | MANUFACTURER| CATALOG & MOUNTING , CONSTRUCTION REQUIREMENTS WITH ALL TRADES PRIOR TO CONSTRUCTION. $O,b SINGLE POLE WALL SWITCH, +48" AF.F., SUBSCRIPTS AT SYMBOL INDICATE THE FOLLOWING.
No.| wATTs | Tyee 5. ALL WORK THAT REQUIRES SERVICE INTERRUPTION TO ANY BUILDING ON THE SITE 2 — DOUBLE POLE P — PILOT LIGHT
, , SHALL BE COORDINATED WITH THE CITY, A MINIMUM OF 48 HOURS IN ADVANCE. 3 — THREE WAY R — REMOTE CONTROL SWITCH
8 CURﬂ'Y LIGHTING ADJU! OOBUGHT WIDE NEMA @20'--0" ABOVE 4 — FOUR WAY M — MOTOR STARTING SWITCH
/ 55\ | BEAM SPREAD. KNUGKLE FITER TO MOUNT ON SPORTS | 1 | 250 | HPs | 240 DAYBRITE  |FLM~Y~PCR-BTM~| " GRADE ON K — KEY OPERATED RL — ROTARY LOCK KEY TYPE SWITCH
W nsm POLE. | m 250-5—24-WSF spoa;rgunsm 6. mssg ?L?Etg Aéi’E mmaé%mgg’?ogg, rsoug; ;g %OSELY AS Poss:$LgQﬁNf? gﬁgﬁR ‘ © PB - PUSHBUTTON
TO ARCHITECTURAL DRAWIN , AILS, STRUCTURAL DETAILS, EXACT EQUIPMEN 3 , ;
' — e S AND OUTLET LOCATIONS. ALTHOUGH NOT SHOWN, CONTRACTOR SHALL PROVIDE ALL a.b,c, ETC_IDENTIFICATION OF OUTLETS CONTROLLED AND NUMBER OF SWITCHES
[TIOR EQUAL Jg%OXESﬁ PULL ggngé ELL(S;, orgﬁsgsE%TT%b FOR A COMPLETE coog S%&;P%ovggm S aRE '
INSTALLATION.  FOOTAGE SHOWN LECTRICAL SINGLE LINES AND RI A , 0 E.C. OR AS NOTED.
FOR CALCULATION PURPOSES ONLY AND ARE NOT FOR BIDDING PURPOSES OR MATERIAL [F]  PULLBOX, CONCRETE W/ BOLT ON COVER, SIZED PER N.E S NOTED
5 UNIT ELECTRICAL ENCLOSURE TAKEOFF. ALL LOCATIONS OF EVERY OUTLET SHALL BE VERIFIED PRIOR TO ROUGH-—IN. "\ » INDICATES WEATHERTIGHT FLEXIBLE CONNECTION TO EQUIPMENT.
e / W/CIRCUIT BREAKER 7. THE CONNECTION METHOD SHOWN IS FOR BIDDING PURPOSES. THIS CONTRACTOR SHALL ; , JGNATES P , \
& ‘ (S)OOR{)!NATE AND PRova,GgRom ACTUAL BUILDING SHOP DRAWINGS, THE CONNECTION W ;—tOME RUN TO PANEL. LETTER DESIGNATES PANEL, NUMBER INDICATES CIRCUITS.
HOWN ON THOSE DRAWINGS.
© 8. EACH CONDUCTOR OF EVERY SYSTEM SHALL BE PERMANENTLY TAGGED IN COMPLIANCE CONDUIT RUN CONCEALED, IN WALLS, FLOOR, OR ABOVE CEILING.
100 § ; ' /"JACKWG BRACKET (TYPICAL) WITH OSHA. e e CONDUIT RUN CONCEALED BELOW GRADE, 3/4”C MINIMUM.
= V 9. ALL MATERIALS SHALL BE NEW, AND OF THE SAME MANUFACTURER FOR EACH CLASS OR ;
4 |1 ? LIFTING BAR HOLE GROUP OF EQUIPMENT. MATERIALS SHALL BE LISTED AND APPROVED BY UNDERWRITER'S ~————] CONDUIT STUB OUT, CAP & MARK.
-t / LABORATORIES FOR THE USE AND ENVIRONMENT, AND SHALL BEAR THE INSPECTION LABEL ~ X
D, 71~ GROUND LINE WHERE SUBJECT TO SUCH APPROVAL. MATERIALS SHALL MEET WITH THE APPROVAL OF e BRANCH  CIRCUIT WIRING, 2 #12 IN 1/2" CONDUIT OR AS NOTED OR SYMBOLIZED
i THE DIVISION OF INDUSTRIAL SAFETY, AND ALL GOVERNING BODIES HAVING JURISDICTION. —— 1/27%C-3 #12 ——H— 1/27C-6 $12
Hi NG MATERIALS SHALL BE MANUFACTURED IN ACCORDANCE WITH APPLICABLE STANDARDS i
/ |l ABOVE GROUND HANDHOLE : ESTABLISHED BY AN.S.., UL, N.EMA AND N.BF.U. INSTALL PER MANUFACTURERS’ e 1 /27C -4 $12 ——— 3/47c-7 $12
UNDERGROUND O RECOMMENDATIONS. ALL EXTERIOR EQUIPMENT SHALL BE WEATHERPROOF. ——Hl— 1/27C-5 $12 —HiHil— 3/47C-8 $12
ACCESS HOLE | 1 [ PRE-STRESSED, CENTRIFIGUALLY 10. SUBSTITUTIONS OF SPECIFIED MATERIALS ARE IN ACCORDANCE WITH THE GENERAL
L SPUN CONCRETE BASE 83'._‘?”33“2@, %ﬁ?‘ég\/& (}&EE%ULQ;;SMATERMLS PRIOR TO BID ARE BY WRITTEN ADDENDUM LIGHT FIXTURE CALL OUT, "1A” INDICATES FIX'%}RE TYPE (REFER TO FIXTURE SCHEDULE),
, D O NS. "65” INDICATES TOTAL FIXTURE WATTAGE. NUMBER ADJACENT INDICATES QUANTITIES.
{;}‘gﬁg %’fgg 11. SUBMIT SHOP DRAWINGS FOR ALL MAJOR PIECES OF ELECTRICAL EQUIPMENT INCLUDING (NUMBER IS SHOWN FOR BRANCH CIRCUIT PURPOSE ONLY, NOT FOR MATERIAL TAKE—OFF).
BUT NOT LIMITED TO: PANELBOARDS, CONTROL CABINETS AND OTHER POWER COMPONENTS. | |
NOTE: POLES Al & A 2 12. CONTRACTOR SHALL PERFORM HIS WORK IN ACCORDANCE WITH ALL GOVERNING STATE, DETAIL CALLOUT, 3" INDICATES DETAIL NUMBER “E—1” INDICATES SHEET NUMBER.
Wﬁ‘g‘" SPORTS GHTING STANDARDS SHALL ggu%n% E%c?. CODES, O.S.H.A. AND THE PRESENTLY ADOPTED NATIONAL ELECTRICAL
= LA A AENSION ,
POLE BASE NOTES PROVIDED BY MANUFACTURER. L‘GHT'NG FBXTURE DET AIL SCALE 13. THE COMPLETE ELECTRICAL SYSTEM SHALL BE GROUNDED IN ACCORDANCE WITH THE (2)  PLAN NOTE REFERENCE.
: , NTS. PRESENTLY ADOPTED EDITION OF THE N.E.C., ART. #250, AND AS SHOWN ON THE
GENERAL : , , DRAWINGS. ﬁ_crr THE REQUEST OF ?DTEN THEE PRESENCE OF THE AUTHORIZED INSPECTOR, ‘ REVISION REFERENCE.
THE CONTRACTOR SHALL PROVIDE SYSTEM RESISTANCE READINGS.
1. ALL CONSTRUCTION AND WORKMAN SHIP SHALL CONFORM TO THE UNIFORM | DINGS |
BUILDING CODE. , LIGHT STRUCTURE STEEL POLE ; 14. PENETRATIONS TO FIRE—RATED MATERIALS SHALL BE RESTORED TO EQUAL RATING AS CO  CONDUIT ONLY, WITH PULL ROPE.
2. WIND: 70 MPH (EXPOSURE C) 'BY MUSCO LIGHTING, INC. REQUIRED BY THE STATE FIRE MARSHAL. MH MOUNTING HEIGHT
3. gg&m%récs POLE LOCATION DRAWING FOR ACTUAL POLE PLACEMENT AND (SEE POLE IDENTIFICATION) 15. CONDUCTORS SHALL BE CODE GRADE, 600 VOLT CLASS, COPPER, MARKED 24" ALONG IT'S WP WEATHERPROOF, NEMA 3R
ITE LOCATION. LENGTH SHOWING MANUFACTURER'S NAME, MAXIMUM ALLOWABLE VOLTAGE AND SIZE. ,
4. THE CONTRACTOR IS SOLELY RESPONSIBLE FOR ALL CONSTRUCTION PROCEDURES CONDUCTORS SHALL BE TYPE "THWN" (WET) OR "THHN® (DRY). DELIVER THE WIRE TO THE PROVIDE FURNISH, INSTALLED AND CONNECTED, COMPLETE.
AND SAFETY CONDITIONS AT THE JOB SITE. I SHE IN UNBROKEN PACKAGES. GFCI  GROUND FAULT CIRCUIT INTERRUPTER
o — T oy rmiowa oue o 1 UL 25,005 08 (RN [OF BIPOSED MSTILION o4 T S, e
1. ALLOWABLE END BEARING SOIL PRESSURE: 1,000 PSF LS PRECAST PIER , RIGHT ANGLES OR PARALLEL TO GRADE. SECURED WITH TWO HOLE MALLEABLE PIPE STRAPS AND WL NIGHT LIGHT
ALLOWABLE LATERAL PASSIVE SOIL BEARING PRESSURE: 200 PSF/FT P mﬁ* r&g af#ésco @ @ ' scggws. ALL BOXES AND FF%TW%S sgA% Bg: LSUPPORTED AND SECURED IN COMPLIANCE WITH ¢ CONDUIT
_ | G, INC. N.E.C. ARTICLE 370. ALL FITTINGS AND COUPLERS SHALL BE COMPRESSION TYPE AND
2. REFERENCE CHAPTER 18, SECTION.1806.7-2.1 AND TABLE 16-I-A OF THE 1994 | WEATHERPROOF. IF VIEWED BY PUBLIC, CONTRACTOR SHALL APPLY 2 COATS OF PAINT TO MATCH OFCI OWNER FURNISHED, CONTRACTOR INSTALLED.
/ SURFACE ATTACHED TO. ,
3. DESIGN SOIL PARAMETERS ARE AS NOTED. ACTUAL ALLOWABLE SOIL M ADA  AMERICANS WITH DISABILITY ACT
PARAMETERS MUST BE VERIFIED ON SITE. - 17. CONDUIT SHOWN AS EXPOSED ON THE INTERIOR SHALL BE WIREMOLD 80O RUN IN RIGHT E/G EQUIPMENT GROUND (GREEN)
ANGLES OR PARALLEL TO FINISHED FLOOR SECURED AND INSTALLED WITH NECESSARY '
AL AN To VERIY THE SOL DESIGN PARAMETERS AND } ACCESSORIES FOR COMPLETE INGFALLATION. (E) EXISTING TO REMAIN
TO PROVIDE ASSISTANCE IF ANY PROBLEMS ARISE IN FOUNDATION 18. P.V.C. CONDUIT, WITH CODE SIZED GROUND, SHALL BE USED UNDERGROUND ONLY, IF (ER) EXISTING, TO BE REMOVED.
£ INSTALLATION. - APPROVED BY LOCAL CODE. INSTALL PER LOCAL CODE REQUIREMENTS. ALL CONDUIT ’
£ 3| 5 ENCOUNTERING SOIL FORMATIONS THAT WILL REQUIRE SPECIAL DESIGN & SWEEPS AND RISERS SHALL BE LM.C. OR RGS, WITH HALF-LAPFRED TAPE COVERING OR UG  UNDERGROUND
£ T S Sy POLE 2 gACTORY APPL!{:;D PVC COATING. ROUTE UNDERGROUND CONDUITS AROUND PROPOSED | |
8 FOUNDATIONS MAY NEED TO BE REANALYZED ACCORDING TO THE SOIL = UILDING LOCATIONS. ) | GEC  GROUNDING ELECTRODE CONDUCTOR
& oy CONDITIONS THAT EXIST. :-% W MOUNTING 19. ALL CONDUIT ONLY (C.0.) SHALL HAVE A 3/16” PULL WIRE OR ROPE. N.E.C. NATIONAL ELECTRICAL CODE
& G| 6. IF ANY DISCREPANCIES OR INCONSISTENCIES ARISE, NOTIFY THE ENGINEER £|3 TENON BY | 20. EXISTING CONDUIT ONLY TO BE USED SHALL BE CLEANED PRIOR TO INSTALLATION . , :
g« OF SUCH DISCREPANCIES. FOUNDATIONS WILL THEN BE REVISED ole . : POLE MFR. = A G O e DUCTORE LEANED PRIOR | U.O.N.  UNLESS OTHERWISE NOTED
o ] SEE POLE FOUNDATION SCHEDUL NST, , US “TENT AND SKi , ,
S =1 7. ALL PIERS AND CONCRETE BACKFILL MUST BEAR ON AND AGAINST FIRM, >|Z ( , INSTALL LOCATION ' 21 gggrﬁgg 23%?5?5 NS AS&C%%&AZ%R%%%&E A?P%F&%Mrg%r\zggféggcmeG
>3 UNDISTURBED SOIL. SlE ~
= , , / CONCRETE BACKFILL e B »
' , BRIS PRIOR TO 71F=
- FOUNDATION. INSTALLATION AND. PLAGEMENT FOF CONCRETE. BACKFILL, B \302/ SEC.1 22. WHERE IT BECOMES NECESSARY TO DRILL INTO OR CUT THROUGH ANY EXISTING FLOORS,
£ 0 CASING MAY BE ‘REQUIRED IF CAVING OCCURS. O AIMED "SEC.2” WALLS OR CEILINGS TO PERMIT THE INSTALLATION OF ANY WORK UNDER THIS CONTRACT,
29 & FOR BEST OR TO REPAIR ANY DEFECTS THAT MAY APPEAR TO THE EXPIRATION OF THE WARRANTY,
o 9. ALL EXCAVATIONS MUST BE FREE OF WATER OR CONCRETE SHALL BE W ILLUMINATION _—86 UNIT ELECTRICAL ENCLOSURE SUCH CUTTING AND PATCHING SHALL BE PERFORMED BY TRADESMEN EXPERIENCED IN
Wl " PLACED WITH A TREMIE PIPE IN ACCORDANCE WITH ACI STANDARD 304. S OF RESPECTIVE FIELD THE WORK REQUIRED. CONTRACTOR SHALL PAY FOR ALL COSTS REQUIRED FOR CUTTING
%3 " (SEE UGHT FIXTURE OR REPAIRING. ALL FINISHES SHALL MATCH EXISTING OR NEW ADJACENT SURFACES.
g~ CONCRETE BACKFILL v} 0 - A — SCHEDU '
R 7 UNDISTURBED IN—SITU 30“-/7 SCHEDULE) 23. CONTRACTOR SHALL EXCAVATE TRENGHES TO A UNIFORM WIDTH AND DEPTH PURSUANT To THE
= | " . : — N.E.C. CONTR SHALL REPLACE Al MPACT ALL EXCAVATIONS IN CONTINUOUS
| R B L e e N AL = onon 1S NOT : LAYERS OF NOT MORE THAN 6 INCHES COMPACTED DEPTH TO THE SPECIFIED DENSITY OF
“ 2 REQUIRED. (3,000 PSI CONCRETE STRENGTH NOT REQUIRED BY STRUCTURAL a . NINETY PERCENT (90%). CONTRACTOR SHALL MAINTAIN OPTIMUM MOISTURE CONTENT OF FILL
a2 DESIGN.) 5 UNIT ELECTRICAL ENCLOSURE MATERIAL TO ATTAIN REQUIRED COMPACTION DENSITY.
253 o3 N 20707 -5, W/CRCUT BREAKER 24. PROVIDE ENGRAVED PLASTIC NAMEPLATES FOR ALL M T, AN
Z2| 2 o rranich ENONEER R AS RECOMMENDED BY THE ' ‘ - " DISTRIBUTION FEEDERS. . PLATES SHALL BE 3 PLY. BLACK FAGE, WHITE CORE WITH 1/4”
zZ3 GEOTHECHNICAL ENGINEER. ) I | HIGH CONDENSED GOTHIC LETTERING. SCREW—ON ATTACHMENT OR PERMANENT
0y P~ 3. MIX IN CONFORMANCE WITH ASTM C—94. (17 MAX AGG. SIZE) ADHESIVE TAPE ONLY AS MANUFACTURED BY 3M IS PERMITTED.
IS AGGREGATES PER ASTM C-33 o - - EXCAVATION DIAMETER | N 1
§ { g _" (SEE POLE FOUNDATION SCHEDULE) A 1 JACKING BRACKET (TYPICAL) ] 25. ggggﬁg‘?ﬁ OWNER ONE SPARE SET OF EACH SIZE AND TYPE OF FUSE INSTALLED ON THIS
58 PLACE CONCRETE IMMEDIATELY AFTER comgsnowﬂ oEs;' g:%vgggmsm? o : 10'=0" | | | /
g INSPECTION BY THE GEOTECHNICAL ENGINEER. NO EXCAVATI L ' ; |1 LIFTING BAR HOLE 26. PROVIDE THE OWNER WITH ONE (1) SET OF COMPLETE ELECTRICAL "AS—BUILT”
% g LEFT UNPROTECTED OR OPEN OVERNIGHT. POLE IDENTIFICATION o Rspaogucg.e DRAWINGS AT THE COMPLETION OF THE JOB, SHOWING ACTUAL DEPTHS
5 & . — —— , = ;, ; ~ OF UNDERGROUND RUNS AND ALL LOCATIONS. ALL BROCHURES, OPERATING MANUALS,
S > | 6. CONCRETE SHALL BE PLACED IN ONE CONTINUOUS OPERATION (NO LOCKTION | L | mveel  Forones vew hostwu | eea- i GROUND LINE CATALOGS, SHOP DRAWINGS, ETC. SHALL BE TURNED OVER TO THE OWNER AT JOB COMPLETION
2% CONSTRUCTION JOINT) WITH SPECIAL EQUIPMENT WITH A MAXIMUM e ST e e %
83 FREEFALL OF 5 FT AND TO PREVENT CONCRETE FROM STRIKING THE SIDES e 2 1= / Ll N— ABOVE GROUND HANDHOLE | 27. COMPLETE JOB SHALL BE GUARANTEED FOR A PERIOD OF ONE (1) YEAR AFTER DATE OF
bre OF THE EXCAVATION. VIBRATE TOP 5 FT. e : = . UNDERGROUND ACCEPTANCE BY OWNER. ANY WORK, MATERIAL OR EQUIPMENT FOUND TO BE FAULTY
L ) ) N
w 7. CONCRETE BACKFILL SHALL ATTAIN A MINIMUM STRENGTH OF 2,000 PSI , , ACCESS HOLE I P PRE_STRESSED. CENTRIFIGUALLY I P s:%g;gg{s?&%&%&oggggm AT ONCE, UPON WRITTEN NOTIFICATION, AT
= PRIOR TO POLE INSTALLATION. POLE FOUNDATION SCHEDULE [ spugmo’ma gfz °§§s€ IGUALL RACT
S MISCELLANEOUS FORGES (MAXIMOM) GAISSON o ‘ ‘ 28. WHERE A CONFLICT OCCURS BETWEEN THESE NOTES AND ELECTRICAL SPECIFICATION
b2 , e o , , FRONT VIEW ISSUED AS A PART OF THESE DOCUMENTS, THE MORE STRINGENT REQUIREMENT SHALL
4 TyeE | MOMENT (M)| SHEAR (V) }mrm. DIAMETER | EMBEDMENT (FIELD SIDE) PREVAIL
> 2| 1. FIXTURES MUST BE LOCATED TO MAINTAIN 10—0" MINIMUM HORIZONTAL | wP-FT KPS | (P) KPS INCH FEET -
a7 CLEARANCE FROM ANY OBSTRUCTION. LSB0-A| 3406 0.879 1.081 30 10'-0
1 L880~A 104.99 1.825 2.341 30° 14'-0"
® 2| 2 POLES, FIXTURES, PRECAST BASES, ELECTRICAL ITEMS, PLATFORMS, |
52 SPECIFICATIONS, AND INSTALLATION PER MUSCO LIGHTING, INC. N T T Vi o ‘
% 3| 3. FXTURE: EPA = 4.0 WEIGHT = 25 LBS (PER MUSCO LIGHTING, INC.) P:F;E ﬁo :?wg s;wzs N wssowa’ > w;“;fR |
O > -~ o -~ ] 0 i
-~ 28 1,840 | 17-3° 73 10—0" 12.00" P ES B BZ Wen lneem inc.
(SIS 38 2,670 | 20-0" 80" 12'-0" 13.38”7 J780 Twelfth Street, .‘:?u/teB
£ R OLES B1 & , e SR
] 5B 5,180 | 23'-11" 7-11" 16'~0" 18.75" ‘ Project Number: 91—T50A
s 2 68 8.020 | 26'-1" &-1" 18'-0" 20.56" SCALE Contact Name_CHRIS JENNINGS
Q) Q) g z ? 5 9 t J » 3
o e e LIGHTlNG FIXTURE DETAIL , =
S , ; , _
< < PREPARED UNDER THE DIRECTION OF , < ST
=l CITY OF RIVERSIDE, CALIFORNIA N‘CHOLS PARK
§ o | ‘ 3 MAIN STREET , DEPARTMENT OF PUBLIC WORKS o
&R DiALTOLLFREE REGISTERED LANDSCAPE ARCHITECT, RLA ___ = , = CA ' 2
D ‘ ; , EXPIRATION DATE - DATE_____ ~ Dl » i , APPROVED 8Y BY | DATE | APPROVED BY o
X0 1-800-227-2600 , | _ , PRINCIPAL_ENGINEER 0
‘gﬁg il d i 1=30-0° _ AR REVEIONS | PR | ONE I raric DasioN seer_1___or__4 IO
aa ' ‘ ' , - CHIEF PW. ENGR.
S & | UNDERGROUND SERVICE ALERT OF SOUTHERN CALIFORNIA DATE: 05/23/02 —- DRAWN BY - BY - DATE FILE NO. - g




AN PLAN NOTES:

N ’ . , @EXISTING MAIN SWITCHBOARD "MSB™ TO REMAIN. SEE SINGLE LINE DIAGRAM.
N @’kEFER TO SINGLE LINE DIAGRAM FOR ELECTRICAL CONNECTIONS TO FIELD LIGHTS.
N : @EXISTING UTILITY POLE WITH POLE MOUNTED TRANSFORMER.
N . ‘ ; @NEW MAIN SWITCH BOARD "MSA” AND CONTROL SECTION. SEE SINGLE LINE DIAGRAM.
N : ' | @(1) 5°C. PER THE CITY OF RIVERSIDE REQUIREMENTS.
N @EX!ST!NG CITY OF RIVERSIDE PULL BOX TO REMAIN.
AN @EXVSTING UTILITY CONDUIT TO REMAIN.
N EX!STING SECURITY LIGHTING TO REMAIN.

N @EXIST%NG 1 1/4°C. TO COMMUNITY CENTER OFFICE WITH NEW CONDUCTORS,
~ SEE CONTROL LOGIC DIAGRAM. .

N NEW 1°C. WITH 4#10 (CONTROL CIRCUIT). SEE CONTROL LOGIC DIAGRAM.

N
N
N
(E)CHAIN LINK: N
\ FENCE \\

N\
\ \

5

[T} o e e e o i e e e e e

PB1 |

@ (E)PULLBOX 1
ELECTRICAL

(E)CELLULAR
PHONE. SITE
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AN
N
AN
N
AN
N
AN
[ AN
N . UNDERGROUND PULLBOX SCHEDULE
| N ‘
g N 1.D. SIZE COVER COVER 1.D.
i \\ PB1, PB2 13" X 247 | CONCRETE TRAFFIC COVER LIGHTING
i | \\ PB3, PB4
B N 1. UNDERGROUND PULLBOXES SHALL BE BROOKS #38 SERIES, OR APPROVED
| \\ EQUAL. PROVIDE WITH BOLT—-DOWN TRAFFIC COVERS..
l S h
.l \\
| N
| N
l N
i N
S
& .
\\ \ .
N JOSe n%mgérs inc. \
N }?Zifs;f};ﬁe CZ,,,%Z%‘ Py \ No. E13883
F::/g ?Z;;‘:Zgﬁ‘?%ﬁ 7878502 \ Exp. 6/30/04
ELECTR‘C AL S'TE PL AN ?SA;E:SO’*O” \/ 1 j Contact Narne:CHRIS JENN!NZS;O )
PREPARED UNDER THE DIRECTION OF ' ; o
) CITY OF RIVERSIDE CITY OF RIVERSIDE, CALIFORNIA NICHOLS PARK PROJECT NO -
— — 3900 MAIN STREET DEPARTMENT OF PUBLIC WORKS
\ DIAL TOLL FREE REGISTERED ARCHITECT, RLA ___ — v , \
“‘é&‘éﬁ%ﬁ ggvs |SouE =30-0° NORTH: @ BENCHMARK m} PARK DEPARTMENT | mm éAVE '.
| REWISIONS APPR. | DATE | TRAFFIC DIISION DIRECTOR OF PUBLIC WORKS RV : SHEET _2 _oF __4
UNDERGROUND SERVICE ALERT OF SOUTHERN CALIFORA DATE:  (05/23/02 DESIGNED BY __~ __ DRAWN BY ___ - CHECKED BY__ " ST PW. DGR DATE Electrical Plan FILE NO. -

BID NO. 5965



SINGLE LINE DIAGRAM NOTES:

(T)EXISTING WA SWITCH BOARD "MSB” TO REMAN, VOLTAGE: 120/240V. 10 3.
@MA!N SWITCH BOARD "MSA”. VOLTAGE: 120/240V. 18 3w.

@CONTROL SECTION ‘MOUNTED NEXT TO "MSA”.
1"0. 2 #10 & 1 #10 E/G.

(5)2 #12 & 1 #12 E/G. (CONTROL GIRCU)
(6)1 1/2°C. 2 #1/0. 2 #8 & 1 46 E/6
@1‘”0. 2 #8 & 1 #10 E/G.

(8)1 1/47c. 2 #1/0 & 1 #6 E/G.
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TO "MSA” TO "MSA”
~ . CONTACTORS LC2 & LC4 SHALL HAVE CONTACTS RATED 100A MINIMUM AT
et 120/240VAC ~19, 3W. ALL OTHER CONTACTORS SHALL HAVE CONTACTS RATED
40A MINIMUM AT 120/240VAC—19, 3W. ALL CONTRACTORS SHALL BE PROVIDED
INTERIOR OF —. PLATE ENGRAVED "SYSTEM GROUND”. LOCATED IN WITH 120VAC COIL SAME AS ALL CONTROL WIRING.
SWITCHBOARD . COMMUNITY CENTER
T T~ FULL WIDTH X 1/2" DEPTH X 2° HIGH [ = = = o S ¢ e e -
R BUS PLATE ATTACH . !
looo0 O TO WALL WITH 1/2" SPACERS. REMOVE | BASEBALL LIGHTS  BASEBALL LIGHTS i
PAINT AT POINT OF ATTACHMENT TO i OFF ON -
TAG & IDENTIFY \ SWITCHBOARD- 4 t Q T o ;uL_‘-’ o . It Ti A
EACH GROUND. 2;3 COMPRESSION LUGS BOLTED TO PLATE. . o
¥ DRILL AND TAP FOR REQUIRED NO. & ] BASEBALL l
SIZE OF LUGS. i usmg«& é»émmmc i
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LIGHTING CALCULATIONS:

FIXTURE TYPE: TLC MZ
LAMP TYPE:

1500W MZ
LUMENS: 155000
FILE f DATE: 68334 / 02—MAY—2002
PREPARED BY: C. HOY

MAINTAINED ILLUMINATION

BASEBALL :
HORIZONTAL FOOTCANDLES
ON PLANE AT Z= 3

el Qutfi

TARGET POINTS: .
AVERAGE: 51.06  33.05
MAXIMUM: 64.91 1259
MINIMUM: 35.11 29.01
AVG/MAX: 1.454 1.568
MAX /MIN: 1.84¢ . 2.020
UG (ADJ PTS) 1.397 1.489

V: 0.168  0.186

NUMBER OF LUMINAIRES: 28
* KW CONSUMPTION: 44.80

*FAVERAGE TILT FACTOR: 0.964
#*RECOVERABLE LIGHT LOSS FACTOR: x_ 0.800

TOTAL LIGHT LOSS FACTOR (LLF) 0.771
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POLE LOCATION DIMENSIONS ARE RELATIVE TO 0,0 REFERENCE POINT &
EQUIPMENT LISTING
| Pole | Pole [Mounting|Pole | Fixt. | Kilow
Count| Location| Height™ | Size |Elev.|/unit|/unit
2 A1—-A2 60’ 60| O 4 |64
2 B1—-B2 80 80'1 O 101 16
N 7Y
A g, T
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LIGHTING CALCULATIONS:
DA TYPE 500N Mz
ENS:

LUM 155000
FILE #/DATE: 64745R2 / 24-—-APR—-2002
PREPARED BY: MATT BINDEL

MAINTAINED {LLUMINATION
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CER
HORIZONTAL FOOTCANDLES
ON PLANE AT Z= 3

TARGET POINTS: 84
AVERAGE: 32.23
MAXIMUM: 43.90
MINIMUM: 22.47
A\;g/MAX: 1.434

X/ MIN: 1.954
UG (ADJ PTS) 1.597
Cv: 0.193
NUMBER OF LUMINAIRES: : 36
* KW CONSUMPTION: _ 134.40
*FAVERAGE TILT FACTOR: 0.966

***RECOVERABLE LIGHT LOSS FACTOR: x 0.800
TOTAL LIGHT LOSS FACTOR (LLF) 0.773
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EQUIPMENT LISTING

Ce Pole | Pole |Mounting|Pole Fixt. | Kilow
L‘\ Count| Location| Height |Size | Elev.|/unit|/unit| .
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286.85" 1 B2 70 7000 00 11117.6
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