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PRECAST TRANSFORMER PAD UGS

DATE: 1/4/02

Notes:

2-GALVANIZED

UNISTRUT INSERTS
TRANSFORMER PAD

B0 (SEE NOTE 2)—

1. See UGS-621 for installation details.
2. Pad is to be installed with or without box as specified on working drawings.
3. Precast units may be obtained from:

Jensen Precast
Utility Vault / /

ITEM NO. DIMENSIONS - INCHES CATALOG NO.
WITH PAD BOX MANUFACTURER
. PAD BOX
BOX A B C D E F G H
48 | 54 | 26 | 18 | 30 | 17 | 12 | 1?7 | JENSEN PRECAST (PD4854-T6-21| 30-15-50
TP-3 48 | 54 | 26 | 18 | 30 | 17 | 12 | 17 J&R CONCRETE TP-4854 E-6B
§ 48 | 54 | 26 | 18 [ 30 | 17 | 12 | 17 UTILITY VAULT ED-4854-6
S 72 | 66 | 38 | 18 | 42 | 20 | 12 | 1% | JENSEN PRECAST [PD6672-T6-21 E7%
TP-5 72 | 66 | 38 | 18 [ 42 | 20 | 12 | 1% J&R CONCRETE TP-6672 E7%
_ 72 | 66 | 38 | 18 [ 42 | 20 | 12 | 1% UTILITY VAULT ED-6672-6
<>( 94 | 72 | 50 | 18 | 48 | 30 | 14 | 1% | JENSEN PRECAST [PD7294-T6-21
8 TP-7 94 | 72 | 50 | 18 | 48 | 30 | 14 | 1% J&R CONCRETE TP-7294 E8
& 94 | 72 | 50 | 18 | 48 | 30 | 14 | 1% UTILITY VAULT ED-7294-6
<
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