POURED CONCRETE PULL BOXES
CONSTRUCTION DETAILS

NOTES:
1. REFER TO DWG. NO. UGS-007 FOR PULL BOX REQUIREMENTS.
2. SEE PAGE NO. 2 THIS DWG. FOR INSTALLATION OF COVER DESIGNATED ON WORKING DRAWING.
3. REINFORCING: TO BE WELDED WIRE FABRIC- 12 GA. -2" SQUARE MESH 3/8 LB. PER SQUARE FOOT.
4. INSERTS: 2 REQUIRED EACH BOX PER UGS-208.
5. CONCRETE: PER UGS-015.

CENTER LINE SECTIONS

<table>
<thead>
<tr>
<th>INSIDE DIMENSIONS</th>
<th>CONCRETE</th>
<th>EXCAVATION</th>
<th>REINFORCING</th>
</tr>
</thead>
<tbody>
<tr>
<td>&quot;A&quot; &quot;B&quot; &quot;C&quot;</td>
<td>CUBIC YARDS</td>
<td>CUBIC YARDS</td>
<td>PARKWAY</td>
</tr>
<tr>
<td>24&quot; 36&quot; MIN.</td>
<td>0.81</td>
<td>1.48</td>
<td>NONE</td>
</tr>
<tr>
<td>48&quot; MAX.</td>
<td>1.04</td>
<td>1.92</td>
<td>NONE</td>
</tr>
<tr>
<td>30&quot; 48&quot; MIN.</td>
<td>1.05</td>
<td>2.16</td>
<td>NONE</td>
</tr>
<tr>
<td>48&quot; MAX.</td>
<td>1.33</td>
<td>2.81</td>
<td>NONE</td>
</tr>
</tbody>
</table>
POURED CONCRETE PULL BOXES
CONSTRUCTION DETAILS

FINISH FLUSH & MATCH SIDEWALK OR STREET PAVEMENT. IF PULL BOX IS LOCATED IN LAWN, SET 1" ABOVE GRADE.

FRAME & COVER INSTALLATION
SEE: UGS-075 TRAFFIC TYPE (STEEL).
UGS-076 PARKWAY TYPE (STEEL).
UGS-077 PARKWAY TYPE (CONCRETE).
UGS-081 TRAFFIC TYPE (STEEL).
UGS-082 PARKWAY TYPE (STEEL).
UGS-083 PARKWAY TYPE (CONCRETE). (2 PIECE).

WELDED WIRE FABRIC
REINFORCING IF REQUIRED
SEE TABULATION ON PAGE NO. 1

INSERT CENTERED OVER DUCT ENTRANCE.

END BELL

#2 ROCK FLOOR. THIS IS NOT OPTIONAL & MAY BE INSTALLED ONLY WHEN SPECIFIED ON WORKING DRAWING.

TYPICAL WALL WITH NORMAL FLOOR

SPECIAL