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ITEM SCHEDULE 
Dimension 

Item 
No. Manufacturer Cat No. 

H Anchor Bolt D K 
Luminaire 
Mounting 

Height 
Pumco 45D4 48” 1” x 36” x 4” 17” 12” 26’-3” S1 Ameron 4-C1-23-F4 48” 1” x 36” x 4” 17” 12” 26’-3” 
Pumco 45D8 48” 1” x 36” x 4” 17” 12” 27’-8” S2 Ameron 4-B1-24-F8 48” 1” x 36” x 4” 17” 12” 27’-9” 
Pumco 46D8 48” 1” x 36” x 4” 17” 12” 30’-2” S3 Ameron 4-B1-27-F8 48” 1” x 36” x 4” 17” 12” 30’-3” 
Pumco 68J10 48” 1” x 36” x 4” 21” 14 7/8" 30’-10” S4 Ameron 4-C1-25-B10 48” 1” x 36” x 4” 21” 14 7/8" 30’-10” 
Pumco TC7010 60” 1 1/4” x 44” x 4” 17” 12” 33’-6” S5 Ameron       
Pumco 1214T 30” 3/4” x 28” x 3” 14 1/2” 10 1/4" 15’-4” S7 Ameron 7-C2-13 30” 3/4” x 28” x 3” 14 1/2” 10 1/4" 14’-3” 
Pumco 68D8 48” 1” x 36” x 4” 21” 14 7/8" 34’-9” S8 Ameron 6-C1-28-F8 48” 1” x 36” x 4” 21” 14 7/8" 34’-9” 
Pumco 68S10 48” 1” x 36” x 4” 21” 14 7/8" 32’-8” S9 Ameron 6-C1-28-G10 48” 1” x 36” x 4” 21” 14 7/8" 32’-8” 

       S11 Ameron 20CT15-853 36” 3/4” x 24” x 4” 22” 15 9/16” 16’ 
 
Notes : 

1. Shaded areas are no longer installed but for reference only. 
2. See specifications for conduit entrances, bonding and foundation requirements. 
3. Set anchor bolts level with top of curb. 
4. Confirm bolt circle dimensions with manufacturer. 
5. Foundation for item S7 is 24” square. 
6. Streetlight door opening to face sidewalk. 

11
/1

/0
7

__
__

__
__

__
__

11
/1

/0
7


