
Approved Reduced Pressure Principle Detector Assemblies (RPDA) 
The backflow assemblies listed here are approved for use as FIRE SERVICE PROTECTION. An RPDA is the minimum level of 
protection allowable for your application.  

 

Contact Riverside Public Utilities / Water Operations for more information. 951-351-6282/6320 
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AMES 

Model Size Model Size 
5000 4, 6, 8, 10  COLT 500NGV 2½, 3, 4 
5000CIV 2½, 3, 4, 6, 8, 10 MAXIM 500-GV 2½, 3, 4 
COLT 500-GV 2½, 3, 4, 6 MAXIM 500NBF 3 
COLT 500NBF 3, 4 MAXIM 500NGV 2 ½, 3  
 

APOLLO/CONBRACO 
Model Size Model Size 

RPDA40 3, 4, 6, 8, 10   
 

CLA-VAL 
Model Size Model Size 

18-4 10   
 

FEBCO 
Model Size Model Size 

826 YD 2 ½, 3, 4, 6, 8, 10   
 

WATTS 
Model Size Model Size 

009NRSRPDA 4, 6 967NRPDA-BF 3 
009OSYRPDA 4, 6 967NRPDA-GV 2 ½, 3 
909RPDA 2 ½, 3, 4, 6, 8, 10 967RPDA-GV 2 ½, 3, 4 
957NRPDA-BF 3, 4 990RPDA 4, 8 
957NRPDA-GV 2 ½, 3, 4 992RPDA 4, 10 
957RPDA-GV 2 ½, 3, 4, 6   
 

WILKINS 
Model Size Model Size 

375ADA 2 ½, 3, 4, 6, 8, 10 475DA 4, 6, 8 
375ADAR 2 ½, 3, 4, 6, 8, 10 475DAV 4, 6, 8 
375DA   2 ½, 3, 4, 6, 8, 10 975DA 2 ½, 3, 4, 6, 8, 10 
                                                                                             
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


